NSWCCD-50-TR-2008/040 Potential Flow Forces and Moments from Selected Ship Flow Codes in a Set of Numerical Experiments

Naval Surface Warfare Center

Carderock Division
West Bethesda, MD 20817-5700

NSWCCD-50-TR-2008/040 May 2008

Hydromechanics Department Report

Potential Flow Forces and Moments from Selected
Ship Flow Codes in a Set of Numerical Experiments
by

John G. Telste

William F. Belknap

Approved for public release. Distribution unlimited.







REPORT DOCUMENTATION PAGE OMB NG Booa 0188

Public reporting burden for this collection of information is estimated to average 1 hour per response, including the time for reviewing instructions, searching existing data sources, gathering and maintaining the
data needed, and completing and reviewing this collection of information. Send comments regarding this burden estimate or any other aspect of this collection of information, including suggestions for reducing
this burden to Department of Defense, Washington Headquarters Services, Directorate for Information Operations and Reports (0704-0188), 1215 Jefferson Davis Highway, Suite 1204, Arlington, VA 22202-
4302. Respondents should be aware that notwithstanding any other provision of law, no person shall be subject to any penalty for failing to comply with a collection of information if it does not display a currently
valid OMB control number. PLEASE DO NOT RETURN YOUR FORM TO THE ABOVE ADDRESS.

1. REPORT DATE (DD-MM-YYYY) 2. REPORT TYPE 3. DATES COVERED (From - To)
30-May-2008 Final 1-Oct-2006 - 30-Sep-2007
4. TITLE AND SUBTITLE 5a. CONTRACT NUMBER

Potential Flow Forces and Moments from Selected Ship Flow

Codes in a Set of Numerical Experiments 5b. GRANT NUMBER

5c. PROGRAM ELEMENT NUMBER
0604300N

6. AUTHOR(S) 5d. PROJECT NUMBER
John G. Telste and William F. Belknap

5e. TASK NUMBER

5f. WORK UNIT NUMBER
07-1-5500-765

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) AND ADDRESS(ES) 8. PERFORMING ORGANIZATION REPORT
NUMBER

Naval Surface Warfare Center
Carderock Division NSWCCD—SO—TR—2008/O4O
9500 Macarthur Boulevard

West Bethesda, MD 20817-5700

9. SPONSORING / MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPONSOR/MONITOR’S ACRONYM(S)

11. SPONSOR/MONITOR’'S REPORT
NUMBER(S)

12. DISTRIBUTION / AVAILABILITY STATEMENT
Approved for public release. Distribution unlimited.

13. SUPPLEMENTARY NOTES

14. ABSTRACT

This report describes the tasks assigned to code runners in the potential flow force study, which is
part of Task 1.4 (Computational Tools) of the Phase IV Hull Form Plan. It describes the computer codes
selected to perform the tasks and the data received from the code runners. It highlights the work
required to process the data so that force time histories from all the codes are in phase as well as
other work required to obtain comparative time history plots of forces and moments during one full
period of motion. The time history plotsg, which are provided in appendices, compare computed
quantities from all codes in the force study during one period of motion. The report also presents
plots of the minimum and maximum of forces and moments versus measures of nonlinearity for the
radiation and diffraction problems in the study. The plots of the minimum and maximum are contained in
appendices.

15. SUBJECT TERMS
potential flow, forced motion, tumblehome, flare

16. SECURITY CLASSIFICATION OF: 17. LIMITATION 18. NUMBER | 19a. NAME OF RESPONSIBLE PERSON
OF ABSTRACT OF PAGES | John G. Telste
19b—FELEPHONE-NUMBER (inekide-area
a. REPORT b. ABSTRACT c. THIS PAGE code) ¢
UNCLASSIFIED | UNCLASSIFIED | UNCLASSIFIED SAR 104 301-227-1932

. Standard Form 298 (Rev. 8-98)
I Prescribed by ANSI Std. 739.18




(BLOCK 19)

1




NSWCCD-50-TR-2008/040

CONTENTS
Page
NOMENCLATURE . . . . . . . e iX
ABSTRACT . . . . . 1
ADMINISTRATIVE INFORMATION . . . . . . . 1
INTRODUCTION . . . . . . e e 1
TASK DESCRIPTIONS. . . . . . . . . 2
THE COMPUTER PROGRAMS. . . . . . . . . o 11
DATARECEIVED . . . . . . . . 15
STANDARDIZATION . . . . . . e 28
PROCESSING . . . . . . 34
Dominant Periodicity . . . . . . . . . ... 34
Data Smoothing. . . . . . . . . . 35
Time Histories. . . . . . . . . . 41
Minimaand Maxima. . . . . . . . . .. .. 41
OBSERVATIONS . . . . . . e 42
Nonlinearity . . . . . . . . . . 42
Lack of Agreement Amongthe Codes. . . . . . . .. .. .. ... ... ..... 56
Hydrostatic Forceand Moment . . . . . . . . . . ... ... ... ... ... 56
Submerged Deck . . . . . . .. 61
Steep Large Amplitude Waves. . . . . . . . . . ... 62
Nonlinear Strip Theory and 3D Nonlinear Theory. . . . . . ... ... ... ... 62
Nonlinear Versus Linear Strip Theory . . . . . . . . . . . ... ... ... .... 62
Effect of Grid Velocity Term. . . . . . . . . . . .. .. ... 62
Wave Contouring . . . . . . . . . . 66
Minimum and Maximum in Forced Pitch Motion . . . . . . .. ... ... .... 66
FREDYN . . . . 66
CONCLUSION . . . . . e 66
REFERENCES . . . . . . . . 85
Appendix A: Time History Plots for Prescribed Heave Motion of Model 5@1i8ked PDF
File) . . . A-1
Appendix B: Time History Plots for Prescribed Heave Motion of Model 58linked PDF
File) . . . B-1
Appendix C: Time History Plots for Prescribed Roll Motion of Model 5L#hked PDF
File) . . . C-1
Appendix D: Time History Plots for Prescribed Roll Motion of Model 5514nked PDF
File) . . . D-1
Appendix E: Time History Plots for Prescribed Pitch Motion of Model 5¢llisked PDF
File) . . . E-1



NSWCCD-50-TR-2008/040

Appendix F: Time History Plots for Prescribed Pitch Motion of Model 5%llihked PDF

File) . . . o F-1
Appendix G: Time History Plots for 0-DOF Motion of Model 5613 in Wa\esked PDF
File) . . . G-1
Appendix H: Time History Plots for 0-DOF Motion of Model 5514 in Wa\ésnked PDF
File) . . . H-1
Appendix I: Time History Plots for 2-DOF Wave Contouring Motion of Model 5¢llisiked
PDFFile) . . . . . . -1
Appendix J: Time History Plots for 2-DOF Wave Contouring Motion of Model 5@8lidked
PDFFile) . . . . . . J-1
Appendix K: Minimum and Maximum Plots for Prescribed Heave Motion of Model 5613
(Linked PDF File) . . . . . . . . . . K-1
Appendix L: Minimum and Maximum Plots for Prescribed Heave Motion of Model 5514
(Linked PDF File) . . . . . . . . . . L-1
Appendix M: Minimum and Maximum Plots for Prescribed Roll Motion of Model 5613
(Linked PDF File) . . . . . . . . . . M-1
Appendix N: Minimum and Maximum Plots for Prescribed Roll Motion of Model 5514
(Linked PDF File) . . . . . . . . . . N-1
Appendix O: Minimum and Maximum Plots for Prescribed Pitch Motion of Model 5613
(Linked PDF File) . . . . . . . . . . O-1
Appendix P: Minimum and Maximum Plots for Prescribed Pitch Motion of Model 5514
(Linked PDF File) . . . . . . . .. . P-1
Appendix Q: Minimum and Maximum Plots for 0-DOF Motion of Model 5613 in Waves
(Linked PDF File) . . . . . . . . . . Q-1
Appendix R: Minimum and Maximum Plots for 0-DOF Motion of Model 5514 in Waves
(Linked PDF File) . . . . . . . . . . R-1
FIGURES
Page
1. Body plans for Models 5613 and 5514.. . . . . . .. .. ... ... ... .. 5
2. Isometric views of Models 5613 and 5514.. . . . . . . . . ... .. ... .. 5
3. \Variables record for task 1, forced heave, Model 5514, obtained from a data file
received forAEGIR-1. . . . . . . . . . ... 17
4. Edited list of zone records in a data file containing data fAdB&GIR-1 for forced
heave motions of task 1 for one ofthe ships.. . . . . . .. .. .. ... ... 18
5. Edited list of zone records in a data file containing data fAIBGIR-1 for forced
roll motions of task 1 for one of the ships.. . . . . . . . .. .. .. ... ... 18
6. Edited list of zone records in a data file containing data fAIBGIR-1 for forced
pitch motions of task 1 for one of the ships.. . . . . . . .. .. ... .. ... 19



~

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

NSWCCD-50-TR-2008/040

Edited list of zone records in a data file containing data fA#EGIR-1 for task 2

foroneoftheships.. . . . . . . . . . ... 19
Edited list of zone records in a data file containing data fA#EGIR-1 for task 3
foroneoftheships.. . . . . . . . . . ... 19

Time history of F9 for the last period of motion as predicted hAMP-4 to-
gether with smoothed time histories from two techniques; 21 data points used in
the smoothingH/\ = 1/10; \/L = 1; 8 = 45°; F,, = 0.0; Model 5514 scaled to
L=142m. . . . . e 37
Time history of F9" for the last period of motion as predicted bAMP-4 to-
gether with smoothed time histories from two techniques; 11 data points used in
the smoothingH /A = 1/10; A\/L = 1; = 45°; F},, = 0.0; Model 5514 scaled to L
=142 M. . . 38
Part of the time history af/'d as predicted by AMP-4 together with the smoothed
time history from a Fourier transform technique; 21 data points used in the smooth-
ing; frequency = 0.2079 rad/s; roll amplitudes5°; F,, = 0.0; Model 5514 scaled
tOL=142mM. . . . . . . 39
Closeup of a peak in the previous figure showing part of the time histary/3fas
predicted byLAMP-4 together with smoothed time histories from a Fourier trans-
form technique. 21 data points used in the smoothing; frequency = 0.2079 rad/s; roll
amplitude =65°; F,, = 0.0; Model 5514 scaled té, = 142m. . . . ... .. .. 40
Vertical component of the total, hydrostatic, and radiation force experienced by
Models 5613 and 5514 at forward speed in prescribed heave motion of frequency
1.1 rad/sec and amplitude 80% of thedraft. . . . . . ... .. ... ... .. 43
Total, hydrostatic, and radiation pitch moment experienced by Models 5613 and
5514 as they advance at forward speed in prescribed heave motion of frequency 1.1
rad/sec and amplitude 80% of thedraft.. . . . . . . . ... ... ... .... 44
Minimum and maximum of total vertical radiation force and total pitch moment
versus amplitude of motion experienced by Model 5514 advancing at constant mean
forward speed while undergoing prescribed sinusoidal heave motion of frequency
Llrad/sec. . . . . . . . e 46
Total, hydrostatic, and radiation pitch moment experienced by Models 5613 and
5514 at forward speed in prescribed pitch motion of frequency 1.1 rad/sec and am-
plitudeb°. . . . . . . 47
Minimum and maximum of total pitch moment experienced by Models 5613 and
5514 as they advance at constant mean forward speed while undergoing prescribed
sinusoidal pitch motion of frequency 1.1rad/sec.. . . . . . . . ... ... .. 49
Ship-fixed vertical component of the total, hydrostatic, and radiation force experi-
enced by Models 5613 and 5514 at zero forward speed in prescribed roll motion of
frequency 0.3831 rad/sec and amplitugde. . . . . . . .. ... ... ... .. 51
Total, hydrostatic, and radiation roll moment experienced by Models 5613 and 5514
at zero forward speed in prescribed roll motion of frequency 0.3831 rad/sec and
amplitudedb®. . . . . L 52



20.

21.

22.

23.

24,

25.

26.

27.

28.

29.

30.

31.

32.

33.

34.

35.

NSWCCD-50-TR-2008/040

Vertical component of the total, hydrostatic, Froude-Krylov, and diffraction force ex-
perienced by Models 5613 and 5514 at zero mean forward speed in stern quartering
(B =45°)waves withH/A =1/15,andA=L. . . . . . . ... ... ... ... 53
Vertical component of the total, hydrostatic, Froude-Krylov, and diffraction force
experienced by Models 5613 and 5514 as they advance at constant mean forward
speed in head waves witi/ A = 1/15,andA\=L. . . . . ... ... ... ... 54
Miminum and maximum vertical force experienced by Models 5613 and 5514 as
they advance at 0-DOF steady mean forward speed in head waves of varying fre-
QUENCY.. . . . . o oo e 55
Total, Froude-Krylov, and diffraction yaw moment experienced by Models 5613 and
5514 in 0-DOF motion at zero mean forward speed in stern quartesing (5°)
waves WithH /A =1/15and\=L.. . . . . . . . ... ... ... ... .... 57
Ship-fixed lateral component of the total, hydrostatic, Froude-Krylov, and hydrody-
namic force experienced by Models 5613 and 5514 while contouring waves in beam
seasatzeroforwardspeed. . . . . . . ... ... 58
Ship-fixed vertical component of the total, hydrostatic, Froude-Krylov, and hydro-
dynamic force experienced by Models 5613 and 5514 while contouring waves in
beam seas at zero forward speed.. . . . . . . ... 59
Total, hydrostatic, Froude-Krylov, and hydrodynamic roll moment experienced by
Models 5613 and 5514 while contouring waves in beam seas at zero forward speed.
Vertical hydrostatic force and hydrostatic pitch moment acting on Models 5613 and
5514 advancing at forward speed in waves of steepAg9s= 1/15 at the heading

G =135 . . e 63
Ship-fixed vertical hydrostatic force acting on Model 5514 pitching at frequency
0.2079 rad/sec and amplituder5° at zero forward speed.. . . . . . . . .. .. 65
Ship-fixed vertical hydrostatic force acting on Model 5613 heaving at frequency
0.2079 rad/sec and amplitude 80% of draft at zero forward speed.. . . . . . 65
Ship-fixed vertical component of the radiation force experienced by Model 5613
in prescribed pitch motion of amplitude and frequencies 0.2079, 0.3831, and
1.1 rad/sec at zero forward speed.. . . . . .. ... 67
Ship-fixed vertical component of the radiation force experienced by Model 5514 at
zero forward speed in prescribed pitch motion of frequency 0.2079 rad/sec at the
pitch amplituded.00°, 1.75°, 2.50°, 3.75°, and5.00°. . . . . . . . . . .. .. .. 68
Ship-fixed vertical component of the radiation force experienced by Model 5514 in
prescribed roll motion of amplitudé° and65° at zero forward speed. . . . . . 69
Vertical diffraction force experienced by Model 5613 advancing in 0-DOF motion
in head seas of wave steepnégs\ = 1/15andH/A =1/10. . . . . ... ... 70
Vertical diffraction force experienced by Model 5613 advancing in 0-DOF motion in
following seas of wave steepnedg\ = 1/60, 1/20, 1/15 and1/10 whereA = L. 71
Ship-fixed vertical component of radiation force experienced by Model 5613 ad-
vancing in calm water with 1-DOF pitch motion of frequency 0.2079 rad/sec and
amplitudesl.00°, 1.75°, 2.50°, 3.75°, and5.00°. . . . . . . . . . ... ... ... 72

Vi

60



36.

37.

38.

39.

40.

41.

42.

43.

44,

© 00N Ok WDNPRE

=
©

NSWCCD-50-TR-2008/040

Ship-fixed vertical component of radiation force experienced by Model 5514 ad-
vancing in calm water with 1-DOF pitch motion of frequency 0.2079 rad/sec and
amplitudesl.00°, 1.75° 2.50°, 3.75°, and5.00°. . . . . . .. ... ... ... .. 73
Ship-fixed vertical component of radiation force experienced by Model 5613 at zero
forward speed in calm water with 1-DOF pitch motion of frequency 0.2079 rad/sec
and amplitudeg.00°, 1.75° 2.50°, 3.75°, and5.00°. . . . . . . . .. .. ... .. 74
Ship-fixed vertical component of radiation force experienced by Model 5514 at zero
forward speed in calm water with 1-DOF pitch motion of frequency 0.2079 rad/sec

and amplitudeg.00°, 1.75° 2.50°, 3.75°, and5.00°. . . . . . . . . .. ... ... 75
Ship-fixed vertical component of hydrodynamic force experienced by Models 5613
and 5514 as they contour a wave at forward speed in following seas. . . . . 76

Minimum and maximum of the ship-fixed vertical component of the radiation force
experienced by Model 5613 in pitch motion at zero forward speed in otherwise
undisturbed water at the frequency 1.1rad/sec. . . . . . . .. .. ... ... 77
Time-history plots of the ship-fixed vertical component of the radiation force expe-
rienced by Model 5613 at zero forward speed in forced pitch motion of amplitudes
1.0°,1.75°,2.5°, 3.75°, and5° and frequency 1.1 rad/sec.. . . . . . . .. . .. 79
Time-history plot of the vertical component of the total force experienced by Model
5613 in 0-DOF motion at zero forward speed in following seas with wavelength
AL =1andamplituded/A=1/15. . . . . .. ... ... ... 81
Time-history plot of the vertical component of the total force experienced by Model
5613 in forced heave motion at frequency 1.1 rad/sec and amplitude 80 per cent of
the draft for zero forward speed and forward speed corresponding to Froude number
0.3, . e 82
Time-history plot of the yaw component of the computed total moment experienced
by Model 5514 in forced roll motion at frequency 0.672 rad/sec and amplibde

at forward speed corresponding to Froude numberQ0.3.. . . . . . . . . . .. 83

TABLES

iy
Q
«Q
D

Layout of the appendices. . . . . . . . . . .. ... ... ...
Particulars of theshiphulls. . . . . . . . ... ... ... .. ... ..., .
1-DOF prescribed heave motionintask 1.. . . . . . . ... ... ... ...
1-DOF prescribed pitch motionintask 1.. . . . . . .. ... ... ... ...
1-DOF prescribed roll motionintask 1.. . . . . . . ... ... ... .. ...
Headingsfortask2. . . . . . . . . . . . .. ...
Wavesfortask2.. . . . . . . ..
Encounter period, intask2.. . . . . . .. ... Lo
Wave amplitudey, fortask2.. . . . . ... ... ... L
Specifications for condition 1 oftask 3.. . . . . . . ... ... ... ... ..

©O© 000 ~NNO”O O b W

Vil



11.
12.
13.
14.
15.
16.
17.
18.
19.
20.
21.

NSWCCD-50-TR-2008/040

Specifications for condition 2 oftask 3.. . . . . . . .. ... ... ... .. 10
Encounter period; intask 3.. . . . . . ... ... 10
Computer codes involved in the forcestudy.. . . . . . ... ... ... ... 11
Time histories generally expected from code runners. . . . . . . . . .. .. 16
Number of Periods of Data from Each Code for Forced Heave Motion in Task 1 20

Number of Periods of Data from Each Code for Forced Roll Motion in Task1 22
Number of Periods of Data from Each Code for Forced Pitch Motion in Task 1 24

Number of Periods of Data from Each Code for Task2. . . . . . .. .. .. 26
Number of Periods of Data from Each Code for Task 3. . . . . . . . .. .. 28
Datareceived fromMIFA . . . . . . . . . ... 30
Standard variables records for the varioustasks. . . . . . . ... ... ... 33

viii



B(x)
CG
Css

D/ Dt
F,

ﬁdif
deif1 F;if, deif
ﬁfk
%, B, F
[hst
thst, F;St, Fhst

z

Fv'ptot

tot tot tot
Fplot, rpiot, pop

F’rad
rad rad rad
Frao, prad g

GM

LCB

Mdif

Mdif Mdif Mdif
x y ! z

Mfk
Mfk Mfk Mfk
T ! y !

z

Mhst

NSWCCD-50-TR-2008/040

NOMENCLATURE

beam at the longitudinal distanedorward of the center of gravity
center of gravity

hydrodynamic restoring coefficient in the vertical direction due to vertical
motion

derivative following a grid point equal t0/0t + 179 -V

Froude numbet U/+\/gL whereU is the mean forward speed of the ship,
L is the length of the ship, angis the acceleration of gravity [1]

diffraction force [KN]

components of the diffraction force in the ship-fixed coordinate system [KN]

Froude-Krylov force [kN]

components of the Froude-Krylov force in the ship-fixed coordinate system
[kN]

hydrostatic force [kN]

components of the hydrostatic force in the ship-fixed coordinate system
[kN]

total potential force [kN]

components of the total potential force in the ship-fixed coordinate system
[KN]

radiation force [KN]

components of the radiation force in the ship-fixed coordinate system [KN]
acceleration of gravity [m#$

metacentric height [m]

double wave amplitude of regular sinusoidal waves equal to twji¢en]

wave steepness [1]

unit vector along the horizontataxis of an earth-fixed coordinate system
unit vector along the horizontgtaxis of an earth-fixed coordinate system
unit vector along the verticataxis of an earth-fixed coordinate system
wavenumber equal tr /A [m~]

distance from the keel to the center of gravity [m]

ship length [m]

longitudinal center of buoyancy

diffraction moment about the center of gravity [KN-m]

components of the diffraction moment about the center of gravity in the
ship-fixed coordinate system [KN-m]

Froude-Krylov moment about the center of gravity [KN-m]

components of the Froude-Krylov moment about the center of gravity in the
ship-fixed coordinate system [KN-m]

hydrostatic moment about the center of gravity [KN-m]
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components of the hydrostatic moment about the center of gravity in the
ship-fixed coordinate system [KN-m]
total potential moment about the center of gravity [kN-m]

components of the total potential moment about the center of gravity in the
ship-fixed coordinate system [kN-m]

radiation moment about the center of gravity [KN-m]

components of the radiation moment about the center of gravity in the ship-
fixed coordinate system [KN-m]

unit normal vector pointing out of the fluid at a fluid boundary
rotational velocities

correlation function [variable dimension]

position vector from the center of gravity

mean surface of the hull beneath the calm waterline

instantaneous wetted surface of the hull

time [s]

draft [m]

encounter period [s]

mean draft [m]

mean forward speed of the ship [m/s]

vertical position of the center of gravity

velocity of the center of gravity

grid velocity

volume of the hull beneath the waterplane athere: is the distance above
the calm waterplane

the weight of the ship equal to the magnitude of the weight vector [kN]
coordinates of a rectangular ship-fixed coordinate system with the origin
in the equilibrium calm waterplane, the positiveaxis forward, they-axis
positive to the starboard side of the hull, and thaxis positive upward [m]
amplitude of sinusoidal heave motion [m]

vertical position of the center of gravity in an earth-fixed frame of reference
with the origin at the mean free-surface level [m]

heading, the angle between the direction of wave propagation and the direc-
tion in which the ship advancedy|[

phase [1]

amplitude of the waves equal g [m]
amplitude of heave motion [m]

amplitude of roll motion {]

amplitude of pitch motion?

wave height [m]

amplitude of regular sinusoidal waves [m]
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pitch angle; the second Euler angfé [
amplitude of sinusoidal pitch motioA][
wavelength [m]

water density taken as 1025 kg/m

roll angle; the third Euler angle]
disturbance potential

amplitude of roll motion {]

total velocity potential

velocity potential of the incident waves
frequency [rad/s]

rotational velocity

absolute wave frequency [rad/s]

prescribed frequencies of oscillation [rad/s]
encounter frequency [rad/s]

the mean value of a quantity obtained from a Fourier fit

for any quantityf, (f)* = (f — (f)) /a wherea is z,/T in the case of
prescribed heave motion of amplitudg ¢, in the case of prescribed roll
motion of amplitudes,, 6, in the case of prescribed pitch motion of ampli-
tuded,, and wave steepnegs/ A for 0-DOF motion in waves
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ABSTRACT

This report describes the tasks assigned to code runners in the potential flow force study, which
is part of Task 1.4 (Computational Tools) of the Phase IV Hull Form Plan. It describes the computer
codes selected to perform the tasks and the data received from the code runners. It highlights the
work required to process the data so that force time histories from all the codes are in phase as well
as other work required to obtain comparative time history plots of forces and moments during one
full period of motion. The time history plots, which are provided in appendices, compare computed
guantities from all codes in the force study during one period of motion. The report also presents
plots of the minimum and maximum of forces and moments versus measures of nonlinearity for
the radiation and diffraction problems in the study. The plots of the minimum and maximum are
provided in appendices.

ADMINISTRATIVE INFORMATION

The work of collecting and analyzing data described in this report and the work involved
in writing this report were performed at the Naval Surface Warfare Center Carderock Division
(NSWCCD) by the Hydromechanics Department, Seakeeping Division, Code 5500. The work
was sponsored by the Naval Sea System Command (NAVSEA) PMS 500 under work unit num-
ber 07-1-5500-765 as part of the FYO7 Task 1.4 (Computational Tools) Phase IV Hull Form Plan
(Program Element 0604300N).

INTRODUCTION

The Navy has a continuing need to determine the seakeeping and dynamic stability character-
istics of ships. Especially with the advent of advanced hull forms that depart substantially from
past practice and guidelines, the Navy must rely on increased experimentation and simulation.
Both are needed but the number of conditions that must be considered demand increased reliance
on simulation since experimentation is relatively more expensive. Furthermore, model testing has
its limitations because a model basin limits run time and distance, random testing is impractical
for the required range of conditions, wind effects are not easily modeled, and scale effects can-
not be overcome. Model testing remains important because it is required to validate predictions
from software or to augment numerical simulation where theoretical predictions are inaccurate or
insufficient.

In view of such heavy reliance on computer software, it is wise to assess the capability of
current computer programs for predicting forces and moments in situations that approach capsize
and even for seakeeping where obtaining predictions is perhaps less demanding. All computer
codes suitable for the number of simulations required are built on potential flow theory with viscous
effects added in models. The potential flow force study was designed to compare existing computer
codes in their ability to calculate potential flow forces and moments acting on hulls in motions that
range from small to large.

Several potential flow programs were selected to compute the forces and moments exerted on
bodies undergoing various prescribed motions. The flow configurations ranged from a regime
where linearity might be sufficient to regimes where nonlinearities are expected to be important.

1
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Code runners, in most cases the code developers, were assigned well-defined tasks of three types:
one where the ship undergoes 1-DOF prescribed oscillations in calm water (task 1, the radiation
problem), one where the ship advances with zero degrees of freedom at a fixed forward speed in
waves (task 2, the diffraction problem), and one where the ship undergoes hybrid 2-DOF prescribed
motion in waves (task 3, the nominal wave contouring problem). Each task assigned to a code
runner required the computation to be done for two speeds and two models scaled to full size.

The two sections after this introductory section describe the tasks assigned in the potential
flow force study (Task Descriptions) and the computer codes selected to perform the tasks (The
Computer Codes). The code runners were requested to provide their data in text files that could
be read by the plotting program TECPLOT, and the section entitled Data Received describes the
format. The section also lists the data received as of the time this report was written. Another
section (Standardization) describes the work required to manipulate the data received so that the
force time histories from the codes are in phase, the forces and moments are referred to the same
frame of reference, and the dimensions match. A section (Processing) describes what was done
to obtain comparative time-history plots of forces and moments for one full period of motion and
plots of the minimum and maximum of each variable. In the next section (Observations), selected
results from the force study are presented and discussed. There is a final concluding section.

This report presents plots of results in 18 appendices which have been placed in bookmarked
PDF files to facilitate navigation through them. Appendices A through J contain time history plots.
Appendices K through R contain plots of the minimum and maximum of each variable as a function
of a measure of nonlinearity in the problem. As the appendices are traversed in order from A to
R, the results contained in them alternate between those for Model 5613 and Model 5514. The
results depicted in the time history plots of Appendix A are from the same set of computations
as those depicted in the minimum and maximum plots of Appendix K; Appendices A through H
correspond to Appendices K through R, respectively. Due to the nature of task 3, the time-history
plots of Appendices | and J do not have corresponding plots of the minimum and maximum. The
layout of the appendices is depicted in Table 1.

This reportis intended for readers interested in how forces and moments computed by “state-of-
the-art” free-surface potential flow programs compare when the codes are used in situations with
significant geometric nonlinearities and steep waves. Time history plots of forces and moments
presented in the appendices to this report can be compared for varying frequencies, ships, speeds,
amplitudes, wave steepnesses, and so forth. The time history plots can be compared with the
corresponding plots of the minimum and maximum of computed forces and moments versus the
the amplitude of the motion or the wave steepness.

When this task was started, no experimental data were available with which to compare com-
putational results. Experiments have now been completed for the case of forced roll for one of the
models, but no comparisons with the data are presented in this report since the data were still being
processed at the time of writing.

TASK DESCRIPTIONS

Two ships were chosen for the simulations. The first corresponds to Model 5514 scaled to the
length 142 m (with ship to model scale ratio equal to 46.6). The ship is the pre-contract DDG-51

2
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Table 1. Layout of the appendices.

(Problem) | Time History | Minimum and

Model | Task Motion Plots Maximum Plots
(Radiation)

5613 1 1-DOF Heave Appendix A Appendix K
(Radiation)

5514 1 | 1-DOF Heave Appendix B Appendix L
(Radiation)

5613 1 1-DOF Roll | Appendix C Appendix M
(Radiation)

5514 1 1-DOF Roll | Appendix D Appendix N
(Radiation)

5613 1 1-DOF Pitch|  Appendix E Appendix O
(Radiation)

5514 1 1-DOF Pitch|  Appendix F Appendix P
(Diffraction)

5613 2 0-DOF Appendix G Appendix Q
(Diffraction)

5514 2 0-DOF Appendix H Appendix R

(Hybrid)
5613 3 2-DOF Appendix | —
(Hybrid)
5514 3 2-DOF Appendix J —
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Table 2. Particulars of the ship hulls.

Ship Model M5514 | M5613 (ONRTH)
Length (m) 142 154
Displacement V-Line —
Volume () 9146 8543
Weight (kN) 9.20 x 10* 8.59 x 10*
Forward Draft (m) 6.51 5.5
Aft Draft (m) 6.51 5.5
VCG (m ABL) 6.51 5.5
LCB (m aft of FP) 72.1 79.6
GM (m) 3.016 4.248
KM (m) 9.526 9.748

hull with a 6.51 m draft at the V-line service limit load condition. It has flare and is representative

of many current naval shigs? The second ship is the tumblehome variant of the ONR 3-Topsides
Series referred to as ONRTH with length 154 m and draft 5.5 m. The corresponding model is the
1/32-scale Model 5613-1. The ship is representative of a ship that might be in the future Navy.
The hull is described by Bishop et@aFigure 1 shows the body plans and Fig. 2 shows isometric
views of the two hulls. For either hull, the geometry at the waterline changes significantly with
small changes in draft. Other particulars of the hulls are summarized in Table 2. The ship speeds
correspond to Froude numbers 0.0 and 0.3 for each hull. Since each simulation was to be repeated
for both hulls and both Froude numbers, there are four sets of runs classified solely according to
the speed and ship. The simulations can be arranged into three tasks that test the ability of codes
to compute the solution of 1-DOF radiation problems (task 1), 1-DOF diffraction problems (task
2), and hybrid 2-DOF wave contouring problems (task 3).

In each simulation of task 1, the ship oscillates in one of the modes heave, roll, and pitch.
The frequencies and amplitudes of the oscillations are listed in Tables 3-5 for the three modes
of motion. In each mode there are three frequencies and five amplitudes. The amplitudes range
from relatively small where linear theory is presumed to be adequate to large where significant
nonlinearities are important. In fact, the bow and stern move vertically with an amplitude greater
than the draft of the ship in pitch motion of the highest amplitude, and the deck edge is periodically
submerged in roll motion of the highest roll amplitude. The frequencies were chosen because they
are representative of typical capsize encounter frequendibe.number of runs is 180, which can
be obtained by multiplication since there are 3 modes, 5 amplitudes, 3 frequencies, 2 speeds, and
2 ships for which computations are to be performed.

*A complete listing of references is given on pages 85-86.

TThey were determined from three SS8 modal periods (13.9 sec, 16.4 sec, and 20 sec) for a ship advancing in
bow quartering, beam, and stern quartering seas at speeds corresponding to Froude numbers 0.2, 0.3, and 0.4. The
minimum, average, and maximum encounter frequencies were obtained for each modal period. The average mini-
mum, average, and maximum frequencies thus obtained were 0.208 rad/sec, 0.383 rad/sec and 0.672 rad/sec. For the
prescribed heave and pitch motions, the highest frequency was replaced with the frequency 1.1 rad/sec, a frequency
close to estimated natural frequencies.
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Model 5613 Model 5514

Fig. 1. Body plans for Models 5613 and 5514.

_— =

Model 5613 Model 5514

Fig. 2. Isometric views of Models 5613 and 5514.
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Table 3. 1-DOF prescribed heave motion in task 1.

Heave Motion z, = z, sin (wt)

|

Heave Amplitudes z,

% Of Thean 5 10 20 40 80

M5514 (m)| 0.326| 0.651] 1.302 2.604 5.208

M5613 (m)| 0.275| 0.550 1.100 2.200 4.400
Heave Frequenciesw

wy (rad/s) | 0.2079 0.2079 0.2079 0.20F9 0.2079

wo (rad/s) | 0.3831 0.3831 0.3831 0.3831 0.3831

ws (rad/s) 1.1 1.1 1.1 1.1 1.1

Table 4. 1-DOF prescribed pitch motion in task 1.

Pitch Motion 6 = 6, sin (wt)
Rotation Point about LCG
Pitch Amplitudes 6,
() | 1 | 175| 25| 375] 5
Pitch Frequencies w
wy (rad/s)| 0.2079 0.2079 0.2079 0.20f9 0.2079
wo (rad/s)| 0.3831 0.3831 0.3831 0.3831 0.3831
ws (rad/s)| 1.1 1.1 1.1 1.1 1.1
Table 5. 1-DOF prescribed roll motion in task 1.
Roll Motion ¢ = ¢, sin (wt)
Rotation Point about VCG
Roll Amplitudes ¢,
%.() | 5 | 15 | 30 | 45 | 65
Roll Frequencies w
wy (rad/s)| 0.2079 0.2079 0.2079 0.20F9 0.2079
wo (rad/s)| 0.3831 0.3831 0.3831 0.3831 0.3831
ws (rad/s)| 0.672| 0.672 0.672 0.672 0.672
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Table 6. Headings for task 2.

B (°) Seas
0 Following
45 Stern quartering
90 Beam
135 | Bow quartering
180 | Head

Table 7. Waves for task 2.

Wavelength | Wave Steepness
A/L H/X
1 1/60
1 1/20
1 1/15
1 1/10

Task 2 was designed to test the behavior of the codes in varying degrees of wave steepness
ranging from the relatively small steepndg$0 to the steepnesly/10 where nonlinearity is very
likely to be important. Since the ship has no degrees of freedom, the ship does not oscillate in any
mode. The ship is either fixed at zero forward speéd-€ 0.0) or advances at a constant forward
speed £, = 0.3). The wave heights and wave steepnesses are specified in terms of the ship
length L. It should be noted that the wave amplitude exceeds the draft for both ships at the highest
wave steepness. The code runners were given the five equally spaced hgdméthgsen head and
following seas listed in Table 6. For easy reference the wavelengths and wave steepnesses are given
in Table 7, the encounter periods for this task are listed in Table 8, and the wave amplitudes are
given in Table 9. Based on linear wave theory, one can calculate approximations to the encounter
period from the equations

U=F,\gL,
w=+/2mg/\,

we =w — (wU/g) cos 3,
and
T. =27 /w,.

If all the assigned computations have been completed for this task, each code runner will have
performed 80 computer runs for the 5 headings, 4 waves, 2 speeds, and 2 ships.

Task 3 involves 2-DOF hybrid forced oscillations in waves for which the ship nominally con-
tours a wave in following or beam seas. In condition 1, the ship heaves and pitches in following

7
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Table 8. Encounter peridfl. in task 2.

Model 5514 Model 5613

B | T.(F,=0.0) | T.(F, =0.3) | T.(F, =0.0) | T.(F, = 0.3)
(°) (sec) (sec) (sec) (sec)
0 9.54 38.5 9.93 40.0

45 9.54 20.4 9.93 21.2

90 9.54 9.54 9.93 9.93
135 9.54 6.23 9.93 6.48
180 9.54 5.44 9.93 5.67

Table 9. Wave amplituds, for task 2.

Model 5514 | Model 5613
ML | H/XA | na (M) | 7ma (M)
1 1/60 1.18 1.28
1 1/20 3.55 3.85
1 1/15 4,73 5.13
1 1/10 7.10 7.70

seas. The heave motion is such that the center of gravity is coincident with the free surface. The
pitch motion is such that the longitudinal slope of the hull matches the slope of the wave at the
center of gravity. The wavelengthis twice the length. of the ship and the wave steepnégs\
is given by the equatio//\ = 1/20. The description of this computational problem is summa-
rized in Table 10. In condition 2, the ship heaves and rolls in beam seas. The center of gravity is
coincident with the free surface. The roll motion is such that the transverse slope of the hull is the
same as the wave slope at the center of gravity. The wavelength in this case is the length of the
ship and the wave steepnedg\ satisfiesH /A = 1/10. The details of condition 2 in task 3 are
summarized in Table 11. Specifying beam seas could mean that the waves come from either the
port or the starboard side of the hull, and the results from the code runners indicate that the choice
has not been made consistently. Rotations are about the center of gravity and the center of gravity
is located in the equilibrium waterplane. Eight runs were expected from the code runners from task
3 for 2 speeds, 2 ships, and 2 conditions. The encounter periods for this task are given in Table 12.
For condition 1 of task 3, where the ship travels in following seas, one can assume that CG is
always atr = Ut in an earth-fixed coordinate system. Then the wave hejgiitCG and pitch
angled satisfy the equations

N = ze = Ngsin (wt — kx)|,_r;; = Mo sin (wet)

and

f = —tan* (% ) ~ 1,k cos (wt — kUt) = nyk cos (wet)

z=Ut

8
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Table 10. Specifications for condition 1 of task 3.

Following Seas with Heave and Pitch
Wavelength ANL=2
Wave steepness H/X=1/20
Amplitude of heave motion (3 = (o = H/2
Frequency of heave motionw,
Phase of heave motion CG coincident with
Amplitude of pitch motion | (5 = k(y = kH/2
Frequency of pitch motion| w,
Phase of pitch motion Coincident slopes

which is valid ifn,k = 27,/ is small. The motion is therefore nearly sinusoidal.

For condition 2 of task 3, where the ship travels forward in beam seas, the direction into which
the waves propagate has been chosen as the port side: Waves travel from the starboard to the port
side of the hulk. If the waves propagate in the direction of the positive earth-fixegtis, the ship
travels in the direction of the negative earth-fixg@dxis. The roll angles is the rotation angle
about a ship-fixed longitudinal line through the center of gravity. Thus the wave height at the
center of gravity and the roll angle are given by the equations

N = zZe = Ngsin (wt — kx)|,_,

and

o= tan~! (%

> = tan" " [—kn, cos (wt)] = —kn, cos (wt) ,
=0

which is valid ifn,k = 27n,/X is small. As was the case for condition 1, the motion is approxi-
mately sinusoidal.

iThis requires a transformation of the results frABGIR-1 andAEGIR-2.

9
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Table 11. Specifications for condition 2 of task 3.

Beam Seas with Heave and Roll

Wavelength

Wave steepness
Amplitude of heave motion (53 = (o = H/2
Frequency of heave motionw,

Phase of heave motion
Amplitude of pitch motion
Frequency of pitch motion| w,
Phase of pitch motion

NL=1
H/\=1/10

CG coincident with
C1 = ko = kH/2

Coincident slopes

Table 12. Encounter peridtl in task 3.

F,, | Condition | Model | A/L | B (°) | T. (sec)
0.0 1 5514 2 0 135
0.3 1 5514 2 0 28.8
0.0 1 5613 2 0 14.0
0.3 1 5613 2 0 30.0
0.0 2 5514 1 90 9.54
0.3 2 5514 1 90 9.54
0.0 2 5613 1 90 9.93
0.3 2 5613 1 90 9.93

10
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Table 13. Computer codes involved in the force study.

2-Letter | Program
Code Name Where Developed

Al AEGIR-1 | Applied Physical Sciences
and Flight Safety Technolog
A2 AEGIR-2 | Applied Physical Sciences
and Flight Safety Technolog
FD FREDYN | MARIN
L1 LAMP-1 | SAIC-Annapolis
L3 LAMP-3 | SAIC-Annapolis
L4 LAMP-4 | SAIC-Annapolis
NF NFA SAIC-La Jolla
NS NSHIPMO| University of Michigan

<

<

THE COMPUTER PROGRAMS

The codes selected for the force study are listed in Table 13 together with their provenance.
The table also gives a two-letter code that is used later in figures showing plots of time histories
and plots of the minimum and maximum of forces versus measures of nonlinearity.

The twoAEGIR codes embody further development of the techniques found in the computer
programSWAN2leveloped at MIT during the late 1980s and the 1990ke velocity potential is
expressed as linear combinations of B-spline functions whose coefficients are sought in the solution
process.AEGIR-1 is strictly linear whereadEGIR-2 computes nonlinear Froude-Krylov and
hydrostatic forces and moments. TAEGIR codes are representative of higher order 3D panel
methods.

The LAMPcodes have been under development since about 1990. These codes are distin-
guished from one another in their boundary conditions, which are described as body linear, approx-
imate body nonlinear, and body nonlinear respectively inltA&P-1, LAMP-3, andLAMP-4
versions used in the force stutiyrhe differences among the codes cannot be explained clearly
without the aid of equations and the equations that follow are based on documents supplied by
SAIC as part of the potential flow force study. If the total velocity potenbialis written as the
sum of the incident wave potential, and a disturbance potentia) then the pressureis obtained
from Bernoulli's equation as follows:

P 0P 1

5= "o gVl -
_ [ 9 ey
_K—at—vg Vg0>+Vg V¢]—§|V50+Vgow| —gz— 5
_ Dy - 1 2 Opu
:—Dt—i—Vg V¢—2|V90+V90w\ 9

HereVg is a grid velocity that is required because the only convenient way to approximate the time
derivative of the velocity potential numerically is from a finite difference formula following a grid

11
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point. Surface integrals of the terms in this equation are treated differently by the various versions
of theLAMPcodes.

LAMP-1 satisfies a boundary condition 6, the mean wetted surface of the hull. Hydrostatic
forces and moments are calculated from waterplane quantities. Froude-Krylov forces and moments
are calculated from integrals over the mean position of the hull up to the mean free-surface level
as given by the equation

00w _,

F*=—p | ZZ%7dS
Pl ot "

whereri is the unit normal vector pointing into the body. A hydrodynamic fareer is calculated
in LAMP-1 from another integral over the mean hull surfégeup to the calm waterplane as given
by the equation

. D .
Fhvert _ —,0/5 (Ff — V- w) 7dS .
0

In LAMP-1, the grid velocity vectoit7g is given by the equation

~

Vy = Ui + [(VCG—HU x F) : k] k. (onlyin LAMP-1),

which is an approximation tog + & X 7. Hered is the angular velocity of the body amds the
position vector from the center of gravity. Even when the grid does not move, extra grid velocity
terms beyond the usual terms included in a linear code are included for consistency among the
codes of the.AMPsuite and are expected to be small. SAIC created a special temporary version
of LAMP-1 to verify that certain forces and moments are near those calculated by other linear
codes wher17g is 0 (in a case of zero forward speed). The special version was used for only a few
simulations when the deviation from the results of linear codes became particularly noticeable.
Results from the temporary version are not presented in this report. In any case, the linear force
and moment computed lyAMP-1 are not the same as the forces and moments computed by other
linear codes due to the grid velocity terms. The hydrodynamic force includes contributions from
the steady Kelvin wave, radiation, and diffraction potentidlAMP-1 computes second order
hydrodynamic forces according to the equation

Fvre — —3/ Vi + Vo, |* it dS.
2 Js,
The moments are calculated from analogous integrals. Forces and moments are transformed to a

ship-fixed coordinate system and applied at the actual position of the body.

In the approximate body nonlinear approaciL8MP-3, the body-linear solution of the dis-
turbance potential is combined with integration of the hydrostatic and Froude-Krylov force com-

12
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ponents over the wetted surface of the hull as given in the equations

FNs = —pg/ 2ndS

F:fk / 8S0w 7
S
ﬁ“ydflz—p/ Dy Ve |idS
s \Dt 7

and

Fhydrz — —g Vo + Vo> idS
So

whereSp is the instantaneous wetted surface of the hull. [E¥IP-3, the grid velocity vectok7g
is given by the equation

Vy=Ves+@x 7= (7 k) k]  (onlyinLAMP-3),

which is an approximation tbeg + & x 7. Forces and moments calculated from integrals Syer

are transformed to a ship-fixed coordinate system and applied at the actual position of the body.
In the approach taken inAMP-4, the boundary-value problem is linearized with respect to the

incident waves. The velocity potential is obtained from a boundary-value problem that incorporates

the forward speed of the ship, the radiation potential, and the diffraction potential in the hull

boundary condition. All the forces and moments are obtained by integrating the pressure on the

hull up to the incident wave height:

Fhs = —pg/ 2n dS
Sp

Fw’fk:_p/ 3%;4(15
s, Ot

. D i
thdrlz_p/ (Ff_vg.vw) idS
Sp

and
Fvae P g, 4 o, 27 dS
Sp

In LAMP-4, the grid velocity vectoﬁ7'g is obtained from a backward difference in time of the po-
sition of a grid point. SAIC used approximately 6000 panels for the simulations in the force study.
Initial test runs required several days for a single simulation of 6000 time steps. To reduce compu-
tational time, SAIC then implemented a recently developed precorrected Fast Fourier Transform
(pFFT) method that reduces the computational time by a factor of five. Since the original version
of LAMP-4 required 19.5 CPU hours to complete 2000 time steps with 6000 panels, it appears that

13
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the 6000 time steps and 6000 panels for each simulation required about 11 hours of CPU time with
the new pFFT method.

SAIC has been calling these programs collectivelyltAdP“system” or “suite.” All versions
of LAMPare time-domain codes. ThéAMPcodes were chosen for the potential flow force study
to represent 3D constant panel methods.

NFA:is still under development. It is based on a volume of fluid technique and uses Cartesian
grids. A consequence of using such grids is that the hull boundary does not necessarily intersect
the grids at grid pointdNFArequires huge computational resources in the form of clusters of high-
performance computefs’ In view of the heavy computational resources required by this code,
results were not expected from all of the runs assigned to the code runners.

NSHIPMQs under development and is based on nonlinear two-dimensional strip theory where
the hull is paneled and singularities are placed above the free surface. An outer domain is used
to reduce wave reflections from the edges of the computational free suffegidiPMCQOuses a
slender body approach where plane sections remain plane. Consequently, when a body pitches
and yaws, the sections heave and sway. The number of panels on the hull remains the same for
all time and change their shape to account for the moving hull/free-surface intersection, which
must be calculated at each time step. At each time step, mixed two-dimensional boundary-value
problems are solved to obtain the velocity potential section by section. The problem is well posed
since the normal derivative of the velocity potential is known on the wetted hull surface of the
hull (Neumann boundary condition), the velocity potential is known on the free surface (Dirichlet
boundary condition), and radiation conditions require the velocity potential to die away infinitely
far from the hull. A third-order Adams-Bashforth method is used to update the free surface from
time step to time step. Longitudinatderivatives of the velocity potential are obtained with the
aid of radial basis functions. Forces and moments are computed from pressure integrals up to the
surface of the incident waves. For the prescribed heave and pitch motions of task 1, the body
was extended vertically upward (in the ship-fixed frame of reference) from the shear line to create
a wall-sided body for which no part of a deck ever submerged below the free surface. For the
prescribed roll motion of task 1, a deck was created to close the body. The pressure integrals
extended over the wetted surface of the body thus modified. By definkiSklIPMQOcalculates
nonlinear hydrostatic and Froude-Krylov forces.

FREDY Nstarted as a maneuvering code and has been developed into its current state that still
includes parts originating from the 19798.1°1t is based on a blended technique where nonlin-
ear computations are used for the Froude-Krylov and hydrostatics parts of the total force acting
on the hull* These quantities are obtained from integrals over the parts of the hull beneath the
incident waves.FREDYNcomputes the Froude-Krylov and hydrostatic forces and moments to-
gether; i.e. it does not calculate the Froude-Krylov force and the hydrostatic force first before they
are added togetheEREDYNnNcorporates nonlinear viscous effects in maneuvering coefficients
and its roll damping models. Other parts, such as the parts of the forces attributed to wave radi-
ation and diffraction, are purely linear. These force and moment components are obtained from

$Source: Documents supplied by SAIC as part of the potential flow force study. The numbers cited appear to be
for a simulation that does not possess port-starboard symmetry. Presumably, the number of panels would be halved
for simulations possessing such symmetry.

YSource: Private communication.
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data precomputed in the frequency domain and applied in the time domain at each time step after
they have been transformed to a ship-fixed coordinate system. The computations in the frequency
domain are based on two-dimensional strip theory with STF (Salvesen-Tuck-Faltinsen) forward
speed corrections.

The version ofFREDYNused for this force study is a modification to 9.59N. Modifications
were required to write out forces and moments not normally written o&iR#DYNand to obtain
motions not available by entering data into an input file.

DATA RECEIVED

The code runners were expected to supply time histories of ship-fixed components of all avail-
able moments about the center of gravity as well as the forces. Here the force and moment are
defined as the force and moment exerted by the fluid on the hull and therefore exclude the weight
vector. The origin of the ship-fixed coordinate system is at the center of gravity;-#xés is
positive forward, the-axis is positive to the port side of the hull, and thaxis points upward.

The data were to be supplied in text files that could be read directly by the plotting program
TECPLOT. The code runners were asked to merge their data into ten files, one file for each ship
and subtask of a task as follows:

e Task 1, forced heave motion, Model 5514
e Task 1, forced heave motion, Model 5613
e Task 1, forced roll motion, Model 5514

e Task 1, forced roll motion, Model 5613

e Task 1, forced pitch motion, Model 5514
e Task 1, forced pitch motion, Model 5613
e Task 2, Model 5514

e Task 2, Model 5613

e Task 3, Model 5514

e Task 3, Model 5613

Since TECPLOT considers lines that begin with the character # a comment, the code runners were
free to put comments within the data files to ensure that the files do not become confused by
improper renaming.

Ideally the time histories given in Table 14 would be received, but it was realized that not all
codes divide up the force and moment into the components listed there. Templates were supplied so
that the differences in form of the data files received could be minimized. The template suggested
variable names as given in Table 14.
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Table 14. Time histories generally expected from code runners.

Variable Description Suggested Name within Data Files
t time time

n wave height at CG eta

Ze vertical position of CG heave

1) roll angle phi

0 pitch angle theta

6] heading beta

F, Froude number fn

Fhst hydrostatic force fhst x,fhst _y,fhst _z

Mt hydrostatic moment about CG | fhst _mx fhst _my, fhst _mz
Firad radiation force frad x,frad _y,frad _z

Mrad radiation moment about CG frad _mx frad _my, frad -mz
sl diffraction force fdif _x,fdif _y,fdif _z

Mt diffraction moment about CG fdif _mx fdif _my, fdif _mz
F Froude-Krylov force flk x,ffk _y,ffk z

M Froude-Krylov moment about CGffk _mx, flk _my, ffk _mz

Fprot total potential force fptot x,fptot _y,fptot _z
MPet total potential moment about CG fptot _mx, fptot _my, fptot _mz

A variables record is supplied within a TECPLOT file to give names to variables appearing in
columns of numbers. Figure 3 shows the multi-line variables record in a data file received for task
1, forced heave, Model 5514, f&iEGIR-1 . The record has been reformatted slightly to fit inside
the margins. The variables record varied from code to code since codes sometimes do not compute
exactly the forces and moments requested. The code runners were requested to provide all forces
and moments that they had available and additional forces and moments contributed to variations
in the variables record.

Data for individual cases within the TECPLOT files follow a corresponding zone record. Figure
4 shows an edited list of zone records that appear in the g#di@dR-1 data file from which the
variables record was extracted. Figures 5 and 6 contain edited lists of zone records for the other
subtasks of task 1 received fAEGIR-1 . Figures 7 and 8 contain edited lists of zone records for
tasks 2 and 3. The zone records in the data files showed little variation from code to code.

Tables 15-19 list every simulation assigned in the potential flow force study and the number
of periods of data received for the simulation from each code. Exceptif@y data for each
simulation were contained in a single zone of a TECPLOT file. The number of periods given in the
table is the number of periods in that zone. RétAthe number of periods refers to the number of
periods in the results from each simulation. When no data were received, it is indicated by a dash.

Data fromAEGIR-2 were received for all the assigned simulations. However, very short time
histories were provided for task 2 with Model 5514 for the cHge = 1/10 at the three oblique
headings. No results were provided fFAat zero forward speed. At forward speed, results were
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variables = "time", "eta", "heave", "phi", "theta",
"beta", "fn", "fptot_x", "fptot_y", "fptot z", "fptot_mx",
"fptot_my", "fptot_mz", "thst x", "fhst_y", "fhst_z",
"fhst_mx", "fhst_my", "fhst_mz", "ffk x", "ffk_y", "ffk_z",
"ftk_mx", "ffk_my", "ffk_mz", “frad_x", "frad_y", "frad_z",
"frad_mx", "frad_my", "frad_mz", "fdif_x", "fdif_y",
"fdif_z", "fdif_mx", "fdif_my", "fdif_mz", "fvisc_x",
"fvisc_y", "fvisc_z", "fvisc_mx", "fvisc_my", "fvisc_mz",
"fradl_x", "fradl_y", "fradl_z", “fradl_mx", "fradl_my",
"fradl_mz", "frad2_x", "frad2_y", "frad2_z", "frad2_mx",
"frad2_my", "frad2_mz", "fdifl_x", "fdifl_y", "fdifl_z",
"fdifl_mx", "fdifl_my", "fdifl_mz", "fdif2_x", "fdif2_y",
"fdif2_z", "fdif2_mx", "fdif2_my", "fdif2_mz"

Fig. 3. Variables record for task 1, forced heave, Model 5514, obtained from a data
file received folAEGIR-1 .

provided for only the higher amplitudes of motion in task 1 and for the higher wave steepnesses
of task 2. SAIC provided results froldFAonly for head seas in task 2. No results were provided
from NSHIPMOQat the highest wave steepness in task 2. In all cases, only three periods of data
were provided frorfNSHIPMO

The results have not been examined quantitatively for how well the initial transients have died
out by the last period of data provided.
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zone t="Al ampltd=0.05 omega=0.2079 fn=0.0"
zone t="Al ampltd=0.10 omega=0.2079 fn=0.0"
zone t="Al ampltd=0.20 omega=0.2079 fn=0.0"
zone t="Al ampltd=0.40 omega=0.2079 fn=0.0"
zone t="Al ampltd=0.80 omega=0.2079 fn=0.0"
zone t="Al ampltd=0.05 omega=0.3831 fn=0.0"

zone t="Al ampltd=0.80 omega=1.1000 fn=0.0"
zone t="Al ampltd=0.05 omega=0.2079 fn=0.3"

zone t="Al ampltd=0.80 omega=1.1000 fn=0.3"

Fig. 4. Edited list of zone records in a data file containing data fARBGIR-1 for
forced heave motions of task 1 for one of the ships.

zone t="Al ampltd=5.00 omega=0.2079 fn=0.0"
zone t="Al ampltd=15.0 omega=0.2079 fn=0.0"
zone t="Al ampltd=30.0 omega=0.2079 fn=0.0"
zone t="Al ampltd=45.0 omega=0.2079 fn=0.0"
zone t="Al ampltd=65.0 omega=0.2079 fn=0.0"
zone t="Al ampltd=5.00 omega=0.3831 fn=0.0"

zone t="Al ampltd=65.0 omega=0.6720 fn=0.0"
zone t="Al ampltd=5.00 omega=0.2079 fn=0.3"

zone t="Al ampltd=65.0 omega=0.6720 fn=0.3"

Fig. 5. Edited list of zone records in a data file containing data fRIEGIR-1 for
forced roll motions of task 1 for one of the ships.
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zone t="Al ampltd=1.00 omega=0.2079 fn=0.0"
zone t="Al ampltd=1.75 omega=0.2079 fn=0.0"
zone t="Al ampltd=2.50 omega=0.2079 fn=0.0"
zone t="Al ampltd=3.75 omega=0.2079 fn=0.0"
zone t="Al ampltd=5.00 omega=0.2079 fn=0.0"
zone t="Al ampltd=1.00 omega=0.3831 fn=0.0"

zone t="Al ampltd=5.00 omega=0.3831 fn=0.0"
zone t="Al ampltd=1.00 omega=1.1000 fn=0.0"

zone t="Al ampltd=5.00 omega=1.1000 fn=0.3"

Fig. 6. Edited list of zone records in a data file containing data fARBGIR-1 for
forced pitch motions of task 1 for one of the ships.

zone t="Al loh=60 beta=000 fn=0.0"
zone t="Al loh=20 beta=000 fn=0.0"
zone t="Al loh=15 beta=000 fn=0.0"
zone t="Al loh=10 beta=000 fn=0.0"
zone t="Al loh=60 beta=045 fn=0.0"

zone t="Al loh=10 beta=180 fn=0.0"
zone t="Al loh=60 beta=000 fn=0.3"
zone t="Al loh=20 beta=000 fn=0.3"

zone t="Al loh=10 beta=180 fn=0.3"

Fig. 7. Edited list of zone records in a data file containing data fRBEGIR-1 for
task 2 for one of the ships.

zone t="Al condition 1 fn=0.0"
zone t="Al condition 2 fn=0.0"
zone t="Al condition 1 fn=0.3"
zone t="Al condition 2 fn=0.3"

Fig. 8. Edited list of zone records in a data file containing data fRlEGIR-1 for
task 3 for one of the ships.
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Table 15. Number of Periods of Data from Each Code for Forced Heave Motion in Task 1

Model Mode z,/T w F, Al A2 FD L1 L3 L4 NF NS
(1) (rad/s)

5514 3 0.05 0.2079 0.0 100 100 132 119 119 119 — 3.0
5514 3 0.05 0.3831 0.0 100 10.0 244 146 146 146 — 3.0
5514 3 0.05 1.1 00 100 99 700 210 210 2120 — 3.0
5514 3 0.1 0.2079 0.0 10.0 100 132 119 119 119 — 3.0
5514 3 0.1 03831 0.0 10.0 100 244 146 146 146 — 3.0
5514 3 0.1 11 00 100 99 700 210 210 210 — 3.0
5514 3 0.2 0.2079 0.0 100 100 132 119 119 119 — 3.0
5514 3 0.2 03831 0.0 10.0 100 244 146 146 146 — 3.0
5514 3 0.2 11 00 100 99 700 210 210 21.0 — 3.0
5514 3 0.4 0.2079 0.0 10.0 100 132 119 119 119 — 3.0
5514 3 04 0.3831 0.0 10.0 10.0 244 146 146 146 — 3.0
5514 3 0.4 11 00 100 99 700 210 210 21.0 — 3.0
5514 3 0.8 0.2079 0.0 10.0 100 132 119 119 119 — 3.0
5514 3 0.8 0.3831 0.0 10.0 10.0 244 146 146 146 — 3.0
5514 3 0.8 1.1 00 100 99 700 210 210 210 — 3.0
5514 3 0.05 0.207v9 0.3 100 100 132 119 119 119 — 3.0
5514 3 0.05 0.3831 0.3 100 10.0 244 146 146 146 — 3.0
5514 3 0.05 1.1 03 100 99 700 210 210 2120 — 3.0
5514 3 0.1 0.2079 0.3 10.0 100 132 119 119 119 — 3.0
5514 3 0.1 03831 0.3 10.0 100 244 146 146 146 — 3.0
5514 3 0.1 11 03 100 99 700 210 210 21.0 — 3.0
5514 3 0.2 0.2079 0.3 10.0 100 132 119 119 119 — 3.0
5514 3 0.2 03831 0.3 10.0 100 244 146 146 146 39 3.0
5514 3 0.2 11 03 100 99 70.0 21.0 21.0 21.0 44 3.0
5514 3 0.4 0.2079 0.3 10.0 10.0 132 119 119 119 — 3.0
5514 3 04 0.3831 0.3 10.0 10.0 244 146 146 146 39 3.0
5514 3 0.4 11 03 100 99 70.0 21.0 21.0 21.0 4.2 3.0
5514 3 0.8 0.2079 0.3 10.0 100 132 119 119 119 — 3.0
5514 3 0.8 0.3831 0.3 10.0 10.0 244 146 146 146 39 3.0
5514 3 0.8 1.1 03 100 99 700 210 21.0 21.0 44 3.0
5613 3 0.05 0.2079 0.0 100 100 132 119 119 119 — 3.0
5613 3 0.05 0.3831 0.0 100 100 244 73 73 73 — 3.0
5613 3 0.05 1.1 00 100 99 700 210 210 2120 — 3.0
5613 3 0.1 0.2079 0.0 10.0 100 132 119 119 119 — 3.0
5613 3 0.1 03831 00 100 100 244 73 73 73 — 30
5613 3 0.1 11 00 100 99 700 210 210 210 — 3.0
(Continued)
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Table 15. Number of Periods of Data from Each Code for Forced Heave Motion in Task 1
(Continued)

Model Mode z,/T w F, Al A2 FD L1 L3 L4 NF NS
(1) (radls)

5613 3 0.2 0.2079 0.0 10.0 10.0 132 119 119 119 — 3.0
5613 3 0.2 0.3831 0.0 100 100 244 73 73 73 — 3.0
5613 3 0.2 11 00 100 99 700 210 210 21.0 — 3.0
5613 3 04 0.2079 0.0 100 100 132 119 119 119 — 3.0
5613 3 04 03831 00 100 100 244 73 73 73 — 30
5613 3 0.4 11 00 100 99 700 210 21.0 21.0 — 3.0
5613 3 0.8 0.2079 0.0 100 100 132 119 119 119 — 3.0
5613 3 08 03831 0.0 100 100 244 73 73 73 — 30
5613 3 0.8 11 00 100 99 700 210 210 21.0 — 3.0
5613 3 0.05 0.20v9 03 100 100 13.2 119 119 119 — 3.0
5613 3 0.05 03831 03 100 100 244 73 73 73 — 30
5613 3 0.05 11 03 100 99 700 210 210 210 — 3.0
5613 3 0.1 0.2079 03 100 100 132 119 119 119 — 3.0
5613 3 0.1 0.3831 0.3 100 100 244 73 73 73 — 3.0
5613 3 0.1 11 03 100 99 700 210 210 21.0 — 3.0
5613 3 0.2 0.2079 03 10.0 100 132 119 119 119 — 3.0
5613 3 0.2 0.3831 0.3 100 100 244 73 73 73 40 3.0
5613 3 0.2 11 03 100 99 700 210 21.0 21.0 46 3.0
5613 3 04 0.2079 0.3 100 100 132 119 119 119 — 3.0
5613 3 04 03831 03 100 100 244 73 73 73 4.0 3.0
5613 3 0.4 11 03 100 99 700 210 21.0 21.0 46 3.0
5613 3 0.8 0.2079 0.3 10.0 100 132 119 119 119 — 3.0
5613 3 08 03831 03 10.0 100 244 73 73 73 4.0 3.0
5613 3 0.8 11 03 100 99 700 21.0 21.0 21.0 58 3.0
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Table 16. Number of Periods of Data from Each Code for Forced Roll Motion in Task 1

Model Mode ¢, w F, Al A2 FD L1 L3 L4 NF NS
(°) (rad/s)

5514 4 5 0.2079 0.0 100 100 132 79 79 79 — 30
5514 4 5 0.3831 0.0 10.0 100 244 146 146 146 — 3.0
5514 4 5 0672 00 99 99 428 257 257 257 — 3.0
5514 4 15 0.2079 0.0 10.0 100 132 79 79 79 — 3.0
5514 4 15 0.3831 0.0 10.0 100 244 146 146 146 — 3.0
5514 4 15 0.672 0.0 99 99 428 257 257 257 — 3.0
5514 4 30 0.2079 0.0 100 100 132 79 79 79 — 30
5514 4 30 0.3831 0.0 10.0 100 244 146 146 146 — 3.0
5514 4 30 0.672 0.0 99 99 428 257 257 257 — 3.0
5514 4 45 0.2079 0.0 100 100 132 79 79 79 — 3.0
5514 4 45 0.3831 0.0 10.0 10.0 244 146 146 146 — 3.0
5514 4 45 0.672 0.0 99 99 428 257 257 257 — 3.0
5613 4 65 0.2079 0.3 100 100 132 79 79 79 — 30
5613 4 65 0.3831 0.3 100 86 244 73 73 73 32 30
5613 4 65 0.672 03 99 99 428 128 128 128 28 3.0
5514 4 5 0.2079 0.3 100 100 132 79 79 79 — 30
5514 4 5 0.3831 0.3 10.0 100 244 146 146 146 — 3.0
5514 4 5 0672 03 99 99 428 257 257 257 — 3.0
5514 4 15 0.2079 0.3 10.0 100 132 79 79 79 — 3.0
5514 4 15 0.3831 0.3 10.0 100 244 146 146 146 — 3.0
5514 4 15 0.672 03 99 99 428 257 257 257 — 3.0
5514 4 30 0.2079 0.3 100 100 132 79 79 79 — 30
5514 4 30 0.3831 0.3 10.0 100 244 146 146 146 3.1 3.0
5514 4 30 0.672 0.3 99 99 428 257 257 257 27 3.0
5514 4 45 0.2079 0.3 100 100 132 79 79 79 — 3.0
5514 4 45 0.3831 0.3 10.0 10.0 244 146 146 146 3.1 3.0
5514 4 45 0672 03 99 99 428 257 257 257 27 3.0
5514 4 65 0.2079 0.3 100 100 132 79 79 79 — 30
5514 4 65 0.3831 0.3 10.0 10.0 244 146 146 146 3.1 3.0
5514 4 65 0.672 03 99 99 428 257 257 257 27 3.0
5613 4 5 0.2079 0.0 100 100 132 79 79 79 — 30
5613 4 5 0.3831 0.0 100 100 244 73 73 73 — 3.0
5613 4 5 0672 00 99 99 428 128 128 128 — 3.0
5613 4 15 0.2079 0.0 10.0 100 132 79 79 79 — 3.0
5613 4 15 0.3831 0.0 10.0 100 244 73 73 73 — 3.0
5613 4 15 0.672 0.0 99 99 428 128 128 128 — 3.0
5613 4 30 0.2079 0.0 100 100 132 79 79 79 — 30
(Continued)
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Table 16. Number of Periods of Data from Each Code for Forced Roll Motion in Task 1
(Continued)

Model Mode ¢, w F, Al A2 FD L1 L3 L4 NF NS
(°) (rad/s)

5613 4 30 0.3831 0.0 100 100 244 73 73 73 — 3.0
5613 4 30 0.672 0.0 99 99 428 128 128 128 — 3.0
5613 4 45 0.2079 00 100 100 132 79 79 79 — 30
5613 4 45 0.3831 00 100 100 244 73 73 73 — 3.0
5613 4 45 0672 00 99 99 428 128 128 128 — 3.0
5613 4 65 0.20v9 00 100 100 132 79 79 79 — 3.0
5613 4 65 03831 00 100 86 244 73 73 73 — 3.0
5613 4 65 0672 00 99 099 428 128 128 128 — 3.0
5613 4 5 02079 03 100 100 182 79 79 79 — 30
5613 4 5 03831 0.3 100 100 244 73 73 73 — 3.0
5613 4 5 0672 03 99 99 428 128 128 128 — 3.0
5613 4 15 0.2079 03 100 100 182 79 79 79 — 3.0
5613 4 15 0.3831 0.3 10.0 100 244 73 73 73 — 3.0
5613 4 15 0672 03 99 99 428 128 128 128 — 3.0
5613 4 30 0.20v9 03 100 100 132 79 79 79 — 30
5613 4 30 0.3831 0.3 100 10.0 244 73 73 73 3.2 30
5613 4 30 0.672 03 99 99 428 128 128 128 2.8 3.0
5613 4 45 0.2079 03 100 100 132 79 79 79 — 30
5613 4 45 0.3831 0.3 100 100 244 73 73 73 32 3.0
5613 4 45 0672 03 99 99 428 128 128 128 28 3.0
5613 4 65 0.20v9 00 100 100 132 79 79 79 — 3.0
5613 4 65 03831 00 100 86 244 73 73 73 — 3.0
5613 4 65 0.672 00 99 099 428 128 128 128 — 3.0
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Table 17. Number of Periods of Data from Each Code for Forced Pitch Motion in Task 1

Model Mode 4, w F, Al A2 FD L1 L3 L4 NF NS
(°)  (rad/s)

5514 5 1 02079 00 100 100 132 79 79 79 — 30
5514 5 1 03831 0.0 10.0 100 244 146 146 146 — 3.0
5514 5 1 1.1 00 100 99 700 210 210 2120 — 3.0
5514 5 1.75 0.2079 0.0 100 100 132 79 79 79 — 30
5514 5 1.75 0.3831 0.0 10.0 100 244 146 146 146 — 3.0
5514 5 1.7 11 0.0 100 99 700 210 210 210 — 3.0
5514 5 25 0.2079 00 100 100 132 79 79 79 — 3.0
5514 5 25 03831 0.0 100 100 244 146 146 146 — 3.0
5514 5 2.5 11 00 100 99 700 210 210 21.0 — 3.0
5514 5 3.75 0.2079 00 100 100 132 79 79 79 — 30
5514 5 3.75 0.3831 0.0 100 100 244 146 146 146 — 3.0
5514 5 375 11 00 100 99 70.0 21.0 210 21.0 — 3.0
5514 5 5 0.2079 00 100 100 132 79 79 79 — 30
5514 5 5 03831 00 100 100 244 146 146 146 — 3.0
5514 5 5 1.1 00 100 99 700 210 210 210 — 3.0
5514 5 1 02079 03 100 100 132 79 79 79 — 30
5514 5 1 03831 0.3 10.0 100 244 146 146 146 — 3.0
5514 5 1 1.1 03 100 99 700 210 210 2120 — 3.0
5514 5 1.75 0.2079 0.3 100 100 132 79 79 79 — 3.0
5514 5 1.75 0.3831 0.3 10.0 100 244 146 146 146 — 3.0
5514 5 175 11 03 100 99 700 210 210 210 — 3.0
5514 5 25 0.2079 03 100 100 132 79 79 79 — 3.0
5514 5 25 03831 0.3 100 100 244 146 146 146 39 3.0
5514 5 2.5 11 03 100 99 70.0 21.0 21.0 21.0 44 3.0
5514 5 3.75 0.2079 03 100 100 132 79 79 79 — 30
5514 5 3.75 0.3831 0.3 10.0 100 244 146 146 146 39 3.0
5514 5 375 11 03 100 99 700 21.0 21.0 21.0 44 3.0
5514 5 5 0.2079 03 100 100 132 79 79 79 — 30
5514 5 5 03831 0.3 10.0 100 244 146 146 146 39 3.0
5514 5 5 1.1 03 100 99 700 210 210 210 44 3.0
5613 5 1 02079 00 100 100 132 79 79 79 — 30
5613 5 1 03831 00 100 100 244 73 73 73 — 3.0
5613 5 1 1.1 00 100 99 700 210 210 2120 — 3.0
5613 5 1.75 0.2079 0.0 100 100 132 79 79 79 — 30
5613 5 1.75 0.3831 0.0 100 100 244 73 73 73 — 30
5613 5 175 11 0.0 100 99 700 210 210 210 — 3.0
(Continued)
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Table 17. Number of Periods of Data from Each Code for Forced Pitch Motion in Task 1
(Continued)

Model Mode 4, w F, Al A2 FD L1 L3 L4 NF NS
(°)  (rad/s)

5613 5 25 0.2079 00 100 100 1832 79 79 79 — 30
5613 5 25 03831 00 100 100 244 73 73 73 — 3.0
5613 5 2.5 11 00 100 99 700 210 210 21.0 — 3.0
5613 5 3.75 0.2079 00 100 100 132 79 79 79 — 30
5613 5 3.75 03831 0.0 100 100 244 73 73 73 — 3.0
5613 5 37 11 00 100 99 700 210 210 21.0 — 3.0
5613 5 5 0.2079 00 100 100 132 79 79 79 — 3.0
5613 5 5 03831 00 100 100 244 73 73 73 — 3.0
5613 5 5 11 00 100 99 700 210 210 210 — 3.0
5613 5 1 0.20/79 03 100 100 132 79 79 79 — 30
5613 5 1 03831 03 100 100 244 73 73 73 — 3.0
5613 5 1 112 03 100 99 700 210 210 210 — 3.0
5613 5 1.75 0.20v9 03 100 100 132 79 79 79 — 30
5613 5 175 03831 03 100 100 244 73 73 73 — 3.0
5613 5 175 11 03 100 99 700 210 210 21.0 — 3.0
5613 5 25 0.2079 03 100 100 1832 79 79 79 — 3.0
5613 5 25 03831 03 100 100 244 73 73 73 40 3.0
5613 5 2.5 11 03 100 99 700 21.0 21.0 21.0 46 3.0
5613 5 3.75 0.2079 03 100 100 132 79 79 79 — 30
5613 5 3.75 03831 0.3 100 100 244 73 73 7.3 40 30
5613 5 375 11 03 100 99 70.0 21.0 21.0 21.0 46 3.0
5613 5 5 02079 03 100 100 132 79 79 79 — 3.0
5613 5 5 03831 03 100 100 244 73 73 7.3 40 30
5613 5 5 11 03 100 99 700 210 210 21.0 46 3.0
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Table 18. Number of Periods of Data from Each Code for Task 2

Model H/\ ((°) F, Al A2 FD L1 L3 L4 NF NS

5514 1/120 0O 0.0 100 99 420 126 126 126 — —
5514 1/145 0 0.0 100 99 420 126 126 126 — 3.0
5514 1/20 0O 0.0 100 99 420 126 126 126 — 3.0
5514 1/60 O 0.0 10.0 10.0 420 126 126 126 — 3.0
5514 1/10 45 0.0 100 23 420 126 126 126 — —
5514 1/15 45 0.0 10.0 9.9 420 126 126 126 — 3.0
5514 1/20 45 0.0 100 9.9 420 126 126 126 — 3.0
5514 1/60 45 0.0 100 9.9 420 126 126 126 — 3.0
5514 1/10 90 0.0 10.0 1.0 420 126 126 126 — —
5514 1/15 90 0.0 10.0 9.9 420 126 126 126 — 3.0
5514 1/20 90 0.0 100 9.9 420 126 126 126 — 3.0
5514 1/60 90 0.0 100 9.9 420 126 126 126 — 3.0
5514 1/10 135 0.0 100 16 420 126 126 126 — —
5514 1/15 135 0.0 10.0 99 420 126 126 126 — 3.0
5514 1/20 135 0.0 10.0 99 420 126 126 126 — 3.0
5514 1/60 135 0.0 10.0 9.9 420 126 126 126 — 3.0
5514 1/10 180 0.0 10.0 99 420 126 126 126 — —
5514 1/15 180 0.0 10.0 99 420 126 126 126 — 3.0
5514 1/20 180 0.0 10.0 9.9 420 126 126 126 — 3.0
5514 1/60 180 0.0 10.0 99 420 126 126 126 — 3.0
5514 1/10 O 0.3 100 100 104 6.2 62 62 — —
5514 1/25 0 0.3 100 100 104 62 62 62 — 3.0
5514 1/20 0O 0.3 100 100 104 62 62 62 — 3.0
5514 1/60 O 0.3 100 100 104 6.2 6.2 6.2 — 3.0
5514 1/20 45 03 100 04 196 59 59 59 — —
5514 1/35 45 0.3 100 6.7 196 59 59 59 — 30
5514 1/20 45 0.3 100 100 196 59 59 59 — 3.0
5514 1/60 45 0.3 100 100 196 59 59 59 — 3.0
5514 1/10 90 0.3 100 1.0 420 126 126 126 — —
5514 1/15 90 0.3 100 9.9 420 126 126 126 — 3.0
5514 1/20 90 0.3 100 9.9 420 126 126 126 — 3.0
5514 1/60 90 0.3 10.0 9.9 420 126 126 126 — 3.0
5514 1/10 135 03 99 16 64.2 193 193 193 — —

(Continued)

26



NSWCCD-50-TR-2008/040

Table 18. Number of Periods of Data from Each Code for Task 2

(Continued)

Model H/\ ((°) F, Al A2 FD L1 L3 L4 NF NS

5514 1/15 135 0.3 99 99 642 193 193 193 — 3.0
5514 1/20 135 0.3 99 99 642 193 193 193 — 3.0
5514 1/60 135 0.3 99 99 642 193 193 193 — 3.0
5514 1/20 180 0.3 99 99 735 220 220 220 56 —
5514 1/15 180 0.3 99 99 735 220 220 220 88 3.0
5514 1/20 180 0.3 99 99 735 220 220 220 88 3.0
5514 1/60 180 0.3 99 99 735 220 220 220 — 3.0
5613 1/20 0 0.0 100 100 403 121 121 121 — —
5613 1/145 O 0.0 10.0 10.0 40.3 121 121 121 — 3.0
5613 1/20 0 0.0 10.0 10.0 403 121 121 121 — 3.0
5613 1/60 O 0.0 10.0 100 403 121 121 121 — 3.0
5613 1/10 45 0.0 10.0 10.0 403 121 121 121 — —
5613 1/15 45 0.0 10.0 10.0 40.3 121 121 121 — 3.0
5613 1/20 45 0.0 10.0 10.0 403 121 121 121 — 3.0
5613 1/60 45 0.0 10.0 10.0 403 121 121 122 — 3.0
5613 1/10 90 0.0 10.0 10.0 403 121 121 121 — —
5613 1/15 90 0.0 10.0 10.0 40.3 121 121 121 — 3.0
5613 1/20 90 0.0 10.0 10.0 403 121 121 121 — 3.0
5613 1/60 90 0.0 10.0 10.0 403 121 121 122 — 3.0
5613 1/10 135 0.0 10.0 10.0 40.3 121 121 121 — —
5613 1/15 135 0.0 10.0 10.0 403 121 121 121 — 3.0
5613 1/20 135 0.0 10.0 10.0 40.3 121 121 121 — 3.0
5613 1/60 135 0.0 10.0 10.0 40.3 121 121 121 — 3.0
5613 1/10 180 0.0 10.0 10.0 403 121 121 121 — —
5613 1/15 180 0.0 10.0 10.0 403 121 121 121 — 3.0
5613 1/20 180 0.0 10.0 10.0 40.3 121 121 121 — 3.0
5613 1/60 180 0.0 10.0 10.0 40.3 121 121 121 — 3.0
5613 1/20 O 0.3 100 100 100 60 60 60 — —
5613 1/25 0 0.3 100 100 100 60 60 6.0 — 3.0
5613 1/20 0O 0.3 100 100 100 60 60 6.0 — 3.0
5613 1/60 O 0.3 100 100 100 60 60 6.0 — 3.0
5613 1/10 45 0.3 10.0 100 188 57 57 57 — —
5613 1/15 45 0.3 100 100 188 57 57 57 — 3.0
5613 1/20 45 0.3 100 100 188 57 57 57 — 3.0
5613 1/60 45 0.3 100 100 188 57 57 57 — 3.0
5613 1/10 90 0.3 10.0 10.0 403 121 121 121 — —
5613 1/15 90 0.3 10.0 10.0 403 121 121 122 — 3.0

(Continued)
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Table 18. Number of Periods of Data from Each Code for Task 2

(Continued)

Model H/\ ((°) F, Al A2 FD L1 L3 L4 NF NS

5613 1/20 90 0.3 10.0 10.0 403 121 121 1221 — 3.0
5613 1/60 90 0.3 10.0 10.0 40.3 121 121 121 — 3.0
5613 1/20 135 0.3 10.0 100 61.8 185 185 185 — —
5613 1/15 135 0.3 10.0 10.0 61.8 185 185 185 — 3.0
5613 1/20 135 0.3 10.0 10.0 61.8 185 185 185 — 3.0
5613 1/60 135 0.3 10.0 10.0 61.8 185 185 185 — 3.0

5613 1/20 180 0.3 10.0 10.0 705 212 212 212 56 —
5613 1/15 180 0.3 100 100 705 212 212 212 88 3.0
5613 1/20 180 0.3 10.0 100 705 21.2 212 212 88 3.0
5613 1/60 180 0.3 10.0 10.0 705 212 212 212 — 3.0

Table 19. Number of Periods of Data from Each Code for Task 3
Model ﬁ(") F, Al A2 FD L1 L3 L4 NF NS

5514 0O 00 96 96 286 17.2 172 172 — 29
5514 90 0.0 9.6 9.6 404 243 243 243 — 29
5514 0O 03 95 95 182 79 79 79 — 28
5514 90 03 9.6 9.6 404 243 243 243 — 29
5613 0O 00 98 98 281 84 84 84 — 29
5613 90 0.0 98 98 398 119 119 119 — 29
5613 0 03 100 100 133 80 80 80 — 30
5613 90 03 98 98 398 119 119 119 — 29
STANDARDIZATION

For each code for which data were received, ten “standard” data files were created that enforce
absolute uniformity in the variables records and zone records for each task. The files are named
std-*.dat where* is a wildcard standing for strings of characters providing the task number,
subtask, model number, etc. Extra information such as components of viscous forces is no longer
present in the standard files. The files also enforce uniformity of phase for all the codes.

If necessary, time was shifted so that the displacement always obeys the equatitun) for
some amplitude and frequencyw. The displacement for task 1 is the prescribed one. The dis-
placement for task 2 is taken as the wave height at the center of gravity. For task 3, the displacement
is the heave, the distance of the center of gravity above the mean free-surface level. In general, the
first two time steps were found where the displacement crossed from a negative to a positive value.
Then inverse interpolation based on Aitken’s iterative linear interpol&tivas used to obtain the
time of the zero upcrossing more precisely. The value thus obtained was subtracted from the time
supplied by the code runners. The procedure assumes that the displacement is symmetric about
zero. For the nonlinear waves in task 2, the assumption is only an approximation.
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For task 3, the components of the radiation and diffraction forces received from the codes were
added together, called the hydrodynamic force, and stored in the place reserved for the diffraction
force. At the same time, all components of the radiation force were set to zero:

F_v’dif _'_Fw'rad_> F_v’hyd
Mdif +Mrad_> Mhyd
(‘)’_>Fv’rad
6’_}Mrad

NSHIPMO. No time shift was required for task 1 as the displacements appear to satisfy
asin (wt). For task 2, the wave elevation provided in the data files was at its maximtums &t
Therefore the time of the first zero upcrossingyafas found and this time was subtracted from all
times provided in the data files. The components of the force and moment vectors had dimensions
of N and N-m instead of kN and kN-m. The weight vector had to be subtracted from the force
components to obtain the hydrostatic force and the total potential force exerted by the fluid on the
hull.

NFA. Data received frofNFAwere not contained in TECPLOT files. Instead, 20 columns of
nondimensional data in text files were provided. The first column contained the time; the second
column contained the displacement. The components of the total potential (normal) force and
moment were provided in columns 3, 6, 9, 12, 15, and 18. Other columns contained data for the
total tangential force and the sum of the normal and tangential force. Since this study is concerned
with the potential force, only the columns containing the time, displacement, and the components
of the normal forces and moments are considered here. The files had been placed in directories
that keep the frequencies separate as given in Table 20.

For NFA data for the plots appearing in the appendices were taken from files with names
process _*.dat where* is a wildcard that stands for any string of characters. These files
had undergone postprocessing by SAIC to convert vector components to a body-fixed frame of
reference. In addition, data had undergone smoothing of the form

’LL; = (u]’_l + 2Uj + uj—i—l) /4

forj =2,--- , N—1whereN is the number of data points. The original data files, the files contain-

ing the data used in the appendices, and the programs required to do the necessary transformations
were supplied by SAIC. For example, in the case of forced heave motion at an amplitude equal to
80% of the draft, SAIC supplied the original data #1814 heave80.dat , a processed data file
process 5514 heave80.dat , a Fortran prograrheave.f , a shell scripheave.sh , and

input files toheave.f . The postprocessed files contained data still in nondimensional form.

To obtain data consistent with data from other codes, nondimensional time was multiplied by
L/U, force components were multiplied by/2L?/(1000N/kN), and moment components were
multiplied by pU?L?/(1000N/kN). The components of the force and moment vectors then have
dimensions kN and kN-m. Hereis the density of water taken to be 1025 kg/f is the speed
of the ship, and_ is the length of the ship.

For task 2, the displacement that was provided is the wave height at the forward perpendicular,
not at the center of gravity. In addition, the wave elevation is not linear; it was computed from the
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Table 20. Data received froMFA

Directory Simulations in the Directory
processheaverunl| Task 1: prescribed heave of amplitudéT = 0.2,
0.4, and0.8 and frequencw = 1.1 rad/s,F,, = 0.3
processheaverun2 | Task 1: prescribed heave of amplitudéT = 0.2,
0.4, and0.8 and frequencyw = 0.3831 rad/s,F,, =
0.3
Jprocesspitch.runl | Task 1: prescribed pitch of amplitudg = 2.5°,
3.75°, and5° and frequencw = 1.1 rad/s,F,, = 0.3
Jprocesspitch.run2 | Task 1: prescribed pitch of amplitudg = 2.5°,
3.75°, and5° and frequencw = 0.3831 rad/s,F,, =
0.3
procesgoll _runl Task 1: prescribed roll of amplitudg = 15°, 30°,
45°, and65° and frequency = 0.672 rad/s,F,, =
0.3
Iprocesgoll _run2 Task 1: prescribed roll of amplitudg = 30°, 45°,
and65° and frequencw = 0.3831 rad/s,F,, = 0.3
.Iprocesswvave Task 2:H/X = 1/10, 1/15, and1/20 in head seas,
F,=0.3

Airy function by SAIC as part of their postprocessing. To align time histories, the wave height at
the center of gravity was approximated from linear theory. If the waves are monochromatic and
travel in the direction of a negative earth-fixegaxis, then the wave height is given by

1 = Mg sin (wot + kxe + €)

wherew, = /2mg/\ is the absolute wave frequency. In the case of head seas, the ship travels in
the direction of the positive.-axis at the speetl. The center of gravity of the ship is assumed to
be atr, = 0 whent = 0 so that

NeG = Mo sin (wot + kUt + €) = 1, sin (wet + €)

for some phase. If xrp is the distance of the forward perpendicular from the center of gravity,
then the wave height at the forward perpendicular is

NFp = 7o Sin [wot + & (wep + Ut) + €] = 1, sin (wet + k/\x%a + €>

= 1), Sin [we (t + %FPT6> + e]
sincek\ = w.T. = 2. The distancerp is 0.508 L for Model 5514 and).517L for Model 5613
wherel = L. As a first approximation, the wave height at the center of gravity attiseaken as
the wave height at the forward perpendicular at timergpT, /A that was supplied in the data files.
Inverse interpolation based on Aitken’s iterative linear interpolafiused to obtain this wave
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height. Data from approximately the last half period are discarded since the wave height cannot be
obtained from interpolation.

The peaks are much higher than the troughs are deep in the cH3e ef 1/10. Even so, time
was shifted so thaj = 0 att = 0 for consistency with the procedure undertaken with the results
of other codes.

LAMP. Components of the diffraction and radiation force were not provided foiL &P
codes. Instead, forces and momentydl, N7vdl phyd2 yrhyd2 phyd gnd p7hvd were provided.

This hydrodynamic force contained components of the hydrodynamic force and moment due to
radiation, diffraction, and Kelvin components. The Kelvin component vanishes only at zero for-
ward speed. Since there is no diffraction force in task 1, the pure radiation force can be extracted
from the results only when the ship has no forward speed. In task 2 there is no radiation force
and the pure diffraction force can be extracted from the results only when the ship has no forward
speed. For task 3, the radiation and diffraction components are added together into a hydrody-
namic component in the plots and tables that appear in the appendices. For nonzero forward speed,
the Kelvin component is present in the hydrodynamic force and moment provided foAME

codes. At forward speed, there is a steady sinkage force and steady nonzero trim moment in the
hydrodynamic force and moment.

FREDYN. FREDYNuses right-handed earth-fixed and ship-fixed coordinate systems: with
positive downward. The coordinate systems are rotated throggfhabout a longitudinal axis
through the center of gravity from the standard coordinate systems whierpositive upward.
Consequently, components of vectors obtained fRIREDYNmust be transformed. In addition,
the pitch angle and the yaw anglé must be transformed to retain their right-handed sense about
they- andz-axes. Specifically, the following substitutions were made:

n—-n
Ze = —Ze
0 — —6
Fy — —F,
F,— —F,
M, — =M,
M, — —M,

wheren is the wave elevation at the center of gravity,is the distance of the center of gravity
above the mean free-surface level,stands for any of the forces, ard stands for any of the
moments.

AEGIR-1 and AEGIR-2. In the data received, the weight of the ship had been added to
the force. The weight was therefore removed from the hydrostatic and total potential forces by
subtracting the components of the weight vector. The negative of the components of the weight
vector are given by the matrix equation

cos 1 cos 6 sin ¢ cos 6 —sin 6 0
cosysinfsin g —siny cos g sinysinfsing + cosycosp cosysing| |0
cossinfcos ¢ +sinysing sinysinfcoso —cosyPsing cosfcosp| |w
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wherew is the weight, the magnitude of the weight vector. The earth-fixed components of the
weight vector arg0, 0, —w) and the matrix multiplication obtains the ship-fixed components of
the negative of the weight vector. The anglgs- 3), 6, and¢ are the Euler angles defined in the
order yaw, pitch, and roll.

For task 3, condition 2, where the ship heaves and rolls in beam seas, the waves come from
the direction opposite to that of all the other codes. The data suppliedEGIR-1 can be
compared to the data from other codes after multiplying the roll apgtee y-component of all
force vectors, and the- and z-components of all moment vectors by -1. The following Fortran
do-loop accomplishes the task BREGIR:

phi = -phi

doi =2 6,2
fptot(i) = -fptot(i)
fhst(i) = -fhst(i)
ffk(i) = -ffk(i)
frad(i) = -frad(i)
fdif(i) = -fdif(i)
fvisc(i) = -fvisc(i)
frad1(i) = -fradl1(i)
frad2(i) = -frad2(i)
fdif1(i) = -fdif1(i)
fdif2(i) = -fdif2(i)

end do

All six components of the vectorgd™, Fdif pradl firad2 gnd Frad were identically zero for all
time steps.

Except forNFA files with names like the following fot AMP-1 were provided by the code
runners:

L1-taskl-heave-m5514.dat
L1-task1-pitch-m5514.dat
L1-taskl-roll-m5514.dat
L1-task2-m5514.dat
L1-task3-m5514.dat

Corresponding standard files whose names have the characters 'std-’ appended to the front were
made for all codes. They are TECPLOT files with data formatted as uniform as possible to facilitate
processing. Thus, for the case of forced heave of Model 5514 in task 1, the correspondence

L1-heave-m5514.dat — std-L1-heave-m5514.dat

provides the name of the file containing standardized data. A similar file naming convention was
followed for other codes. The standard files contain data from the original files unless the time
has been shifted, a coordinate system transformation has been applied, columns of data have been
modified to correspond to the same variable for all codes, or columns of data have been deleted
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Table 21. Standard variables records for the various tasks.

Motion Variables Record

llzo?ciz Heave | Variables = "time", "heave", "fptot X",
"fptot  _y", "fptot _z", "fptot _mx", "fptot _my",
"fptot _mz", "fthst x", "thst ", "“fhst _z",
"fhst _mx", "fthst _my", "fhst _mz", "frad X",
"frad _y", "frad z", "frad _mx", "frad _my",
"frad _mz"

Ilzo[r)ciz Roll variables = "time", "phi", "fptot X", "fptot v,
"fptot  _z", "fptot _mx", "fptot  _my", "fptot = _mz",
"fhst x", "fhst  _y", "fhst _z", "fhst _mx",
"fhst _my", "fhst _mz", "frad X", "frad _y",
“frad _z", "frad _mx", "frad _my", "frad _mz"

;1:0?;2 Pitch variables = "time", "theta", "fptot X",
"fptot  _y", "fptot _z", "fptot _mx", "fptot _my",
"fptot _mz", "“fhst x", "“fhst  y", "“fhst  _z",
"fhst _mx", "fhst _my", "fhst _mz", "frad X",
"frad _y", "frad z", "frad _mx", "frad _my",
"frad _mz"

?r;[\i\ZSes variables = "time", "eta", "fptot X", "fptot Y,
"fptot _z", "fptot _mx", "fptot  _my", "fptot _mz",
"fhst _x", "fhst y", "fhst _z", "fhst _mx",
"fhst _my", "“fhst _mz", "ffk x", "ftk ", "ffk _z",
"fifk _mx", "ffk _my", "ffk _mz", "fdif = x", "fdif v
"fdif  _z", "fdif mx", "fdif _my", "fdif _mz"

\2/\-/5\ZFContouring variables = "time", "eta", "fptot X", "fptot v,
"fptot _z", "fptot _mx", "fptot  _my", "fptot _mz",
"fhst x", "fhst  y", "fhst  _z", "fhst _mx",
"fhst _my", "fhst _mz", "ffk x", "ffk y", "ffk _z"
"ffk _mx", "ffk _my", "ffk _mz", "frad x", "frad ",
"frad _z", "frad _mx", "frad _my", "frad _mz",
"fdif  x", "fdif _y", fdif _z", "fdif _mx",
"fdif _my", "fdif = _mz", "phi", "theta"
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because of irrelevance to this potential flow force study. The TECPLOT variables records in the
standard files are listed in Table 21.

PROCESSING

Data were extracted from each of the newly created standard files for the last full period of
motion and placed in another new file with the file extensten in place of.dat . The timet
in the new file was changed so thtat 0 corresponds to the beginning of the period according to
the formula

t modT1, —t.

HereT. may be an absolute or an encounter period according to the context. Another new file
with the extensiomrsv (standing for comma separated value), was created for each of the standard
files. For each zone of the standard file, there is a table within the csv file giving the zone name, the
period, and the variable names in the task. For each variable, the tables contain a row for the mean,
the magnitudes and phases of the first few harmonics, the unfiltered minimum and maximum, and
the smoothed minimum and maximum. The file can be read with a spreadsheet program.

Dominant Periodicity

For the tasks in the force study, the dominant periodi€itgan be calculated with paper and
pencil if it isn’'t explicitly prescribed. Automatic detection of the periodicity was found to be a
useful check of the results provided by the code runners. For automatic detection of the dominant
periodicity, several methods are available. One can calculate the mean and count the number of
times the displacement crosses the mean. The period is obtained from the average time between
crossings with attention paid to whether the number of crossings is odd or even. Since only a few
periods of data were provided by the code runners, a second method was employed to check the
value thus obtained. Assuming dataare provided at uniformly spaced discrete times, one can
calculate a correlation coefficienbetween the sequence

Ug, U1, ",

l,cos| — | ,sin{ — ) ,cos| — ) ,sin{— |, -
p p p p

wherepAt is a presumed trial period:
2
oo ( ,27)]
Z Uj sm | J—
=0 b

e (55)
Zuj cos | j—
J=0 b

The formula is found in a book by Whittaker and Robing&nOther formulas can be obtained
from spectral techniques. Using the extended trapezoidal rule for a continuous fungtipwe

and

2
At N
r=—
N

Iwhittaker and Robinson refer the reader to four papers authored between 1898 and 1906 by Schuster who intro-
duced the concept of periodogram analysis for determining periodicities.
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find that
1 NAt . N ' . o
A, u(t) sin (wt) dt = j;ouj sin (jAtZE)
 uysin (QwNAt) L0 (NAP)
1 NAt N '
-— t t) dt = j At——
At/o u(t) cos (wt) jzou] cos <] pAt)
_up+un c;s (WNAL) L0 (NA®)
whereu; = u(jAt) andw = 27 /(pAt). Therefore, for largeV and smallA¢, the approximation
NAt ' 2
r~ NAt / u(t)e™" dt
0

relatesr to the continuous functiom(t). Essentially, the method seeks the angular frequency
w = 27 /p at which the power is a maximuM.The integerk was found for whickp = k produces

a maximum correlation coefficient. Then trial periods for fractional valugsweére checked to
obtain the maximum correlation within 0.01 of a time step. The values returned by both methods
were noted. Unfortunately, neither automatic method was reliable due to the limited number of
cycles of data. In the end, it was decided to rely heavily on the pencil-and-paper method.

If the periodT, is known, one can obtain coefficients of a Fourier fit of the form
ag + a1 cos (wet) + by sin (wet) + ag cos (2wet) + by sin (2wet) + - - -

to datau, att = kKAt.** An easy way is to calculate the least-squares solution of

M
up = ap + Z [a; cos (wejkAt) 4 b; sin (wejkAt)]

7j=1
where) is the number of harmonics and the number of equations (data points) is &Néast .
To avoid the initial transients, only the last half of the data supplied by the code runners was used
in this analysis. The normal equations were solved by LU decomposition; in this case it is not
necessary to use the methods based on singular value decomposition advocated by the authors of
Numerical Recipe¥ Only a few harmonics were calculated. The information through the second
harmonic is sometimes useful when comparing time histories of the data supplied from the various
codes. The analysis was done for all variables.

Data Smoothing

The minimum and maximum for one period of motion were calculated for each variable sup-
plied by a code runner. Unfortunately, there are spikes in the data which are probably of a purely

**After the mean and the first harmonic have been subtracted from the data, it is not necessarily the case that the
dominant frequency of the residualds, or any other integral multiple afb. as is assumed here. Nevertheless, the
information obtained from this Fourier fit is useful.
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numerical nature. Although spikes frequently arise when linear filtering is introduced to enhance
numerical stability, it is not claimed here that all the spikes are due to filtering. Data from all codes
were smoothed by a filtering technique discussed in the first editibduoferical Recipe¥ The
technique is based on the use of Fourier transforms and was implemented in a subroutine similar
to subroutineSMOOFTiven inNumerical RecipesTen points on each side of a data point were
used to obtain smoothed data. The minimum and maximum of the smoothed data also appears in
the csv files.

Before proceeding, numerical experimentation was done to compare data smoothing tech-
niques. The diffraction force componeff computed by AMP-4 is considered in the following.

This force component was chosen because it exhibited a time history with typical spikes that ought
to be smoothed before the minimum and maximum values are computed. In this case the maximum
is nearly equal to the value at the spike. Other cases exist for which the maximum is attained at a
spike. Such spikes make it difficult to conclude anything about nonlinear behavior as a function of
the amplitude of the motion or the steepness of waves in a wave train. The diffraction problem for
the test data corresponds to a simulation in task 2 for which = 1/10, A/L = 1, § = 45°, and

F,, = 0.0 for Model 5514 scaled té. = 142 m. The time step for theAMP-4 data is0.06 sec,

the period i9.52 sec, and the number of points per periodis.

Figure 9 compares the original data with the data after smoothing by two techniques. The
original data are plotted in red. The black curve depicts smoothed data from the Fourier transform
technique outlined in the first edition dfumerical Recipesvhenn = 10 points on either side
of a data point (21 points altogether) enter into the determination of a smoothed value. The blue
curve shows smoothed data from a technique found in the older book by Whittaker and R&binson
which again uses 21 points. Whittaker and Robinson obtained their formula from a least squares
fit of a parabola to the 21 points. The two smoothing techniques produce similar results.

Whittaker and Robinson have a whole chapter on data smoothing. They obtained formulas from
least squares fits of polynomials of degi#eand2k + 1 to discrete data — the formula obtained
from using2k is identical to the formula obtained usirg + 1. Formulas fork = 0,1,2 and
n < 10, where2n + 1 is the total number of points in the formula, are given in section 146 entitled
“Tables of these Formulae.” After comparing 20 formulas given by Whittaker and Robinson, the
“best formula” seemed to be their formula for Case Il when 1 andn = 10 (obtained by fitting
a parabola and cubic @ + 1 = 21 points):

1
Uy = 3059 [329ug + 324 (ug + u_1) + 309 (ug + u_s)

+ 284 (Ug + Ufg) + 249 (U4 + U74) + 204 (U5 + ’LL,5)
+ 149 (U6 + U_G) + 84 (U7 -+ U_7) +9 (Ug + U_g)
—76 (UQ + U_g) —171 (um + u_lo)]

The formula obtained by fitting a parabola and cubi@tot+ 1 = 11 points ¢ = 5 points to each
side) wherk = 1is

1
’U,6 = @ [89U0 + 84 (Ul + ’U/,1> + 69 (’UQ + U,Q)

+44 (Ug —|— U_3) + 9 (U4 —|— u_4) — 36 <U5 —|— U_5)}
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Smoothing of Fdif_x from L4
HiLambda = 1/10; Beta= 45 deg; Fn=0.0
Model 5514 Scaledto L=142 m
One Period of Motion

8000
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Fdif_x (kN)
N
S

Original DatafromL4
Smoothed Data from F itting Parabolas
Smoothed Data from F ourier Transform

-2000
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Fig. 9. Time history of F9" for the last period of motion as predicted bAMP-4
together with smoothed time histories from two techniques; 21 data points
used in the smoothingt//\ = 1/10; A\/L = 1; § = 45°; F,, = 0.0; Model
5514 scaled td. = 142 m.

Figure 10 shows a plot similar to that of Fig. 9 except that 5 so that 11, instead of 21, points
were used to obtain smoothed values from both the Fourier transform technique and the technique
of Whittaker and Robinson. Traces of the original spike near 4 seconds are more obvious when
fewer points are used. The ideal number of points used for smoothing depends on the data. Limited
comparison suggests that using the same number of points in the smoothing technique based on
Fourier transforms and the technique based on fitting parabolas produces smoothed data that are
gualitatively similar.

Figures 11 and 12 show selected portions of the time history of the roll moment computed by
LAMP-4 for forced roll motion of Model 5514 ak},, = 0, frequency 0.2079 rad/s, and roll am-
plitude 65°. They also show the smoothed data that results from the Fourier transform smoothing
technique with 10 points used to either side. As one might expect, the smoothing lowers the maxi-
mum and raises the minimum of the roll moment. In Fig. 12 a peak in Fig. 11 has been magnified
to show more detail of how the smoothing affects the data in this case.
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Smoothing of Fdif_x from L4
HLambeda = 1/10; Beta= 45 de‘F' Fn=0.0

Model 5514 ScaledtoL =142 m
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6000 |-
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Fig. 10. Time history of F9" for the last period of motion as predicted bpMP-4
together with smoothed time histories from two techniques; 11 data points
used in the smoothing?/\ = 1/10; A\/L = 1; = 45°; F,, = 0.0; Model
5514 scaledto L = 142 m.
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Frad_mx from L4
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Fig. 11 Part of the time history ofi/’2 as predicted by AMP-4 together with the
smoothed time history from a Fourier transform technique; 21 data points
used in the smoothing; frequency = 0.2079 rad/s; roll amplitud&=
F,, = 0.0; Model 5514 scaled téd = 142 m.
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Frad_mx from L4
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Fig. 12 Closeup of a peak in the previous figure showing part of the time history of
M'd as predicted by AMP-4 together with smoothed time histories from
a Fourier transform technique. 21 data points used in the smoothing; fre-
quency = 0.2079 rad/s; roll amplitude6s°; F,, = 0.0; Model 5514 scaled
to L = 142 m.
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Time Histories

For comparative plots of the time histories of the components of the force and moment vectors
during the last full period of motion, the reader is referred to Appendices A—J. The appendices con-
tain thousands of figures and tables and have been placed in bookmarked PDF’s to ease navigation
through them.

A plot of the time history of each variable is provided except that variables are excluded when
they should be identically zero based solely on consideration of symmetry. In the plots, time was
shifted so that the displacement is of the fofgin wt for some amplitude and some frequency
w. The displacement is the prescribed displacement in task 1 and the wave height at the center of
gravity in tasks 2 and 3. When the data provided were insufficient to span one full period of motion
or were identically zero, the data were not plotted and a note at the bottom of the plot informs the
reader of the omission.

There are two tables following each time-history plot. The first table gives the coeffiaignts
forn =0, 1,2 and the phases,, for n = 1, 2 of a Fourier fit of the form

ap + ay sin (wet + 1) + ag sin (2wt + Do)

to the data in the plot. The coefficients were obtained from a least-squares fit. A lack of data
is indicated by a dash in the table. The second table provides the minimum and the maximum
of the variable that is plotted. The minimum and maximum is provided for both smoothed and

unsmoothed data. Again a lack of data is indicated by a dash in the table.

The time-history plots in Appendices A—H should be compared with the plots of the minimum
and maximum of each variable in Appendices K—R. The correspondence between the appendices
containing the time-history plots with the appendices containing the plots of the minimum and
maximum was given in Table 1.

Data plotted in the time-history plots have not been smoothed.

Minima and Maxima

To show how computed quantities vary with nonlinearity, the measure of nonlinearity chosen
for task 1 is the amplitude of the prescribed oscillation. It i7" for prescribed heave motion,

0,, for prescribed pitch motion, ang, for prescribed roll motion. For task 2, the wave steepness
H/ )\ is chosen as the measure. Since task 3 involves only eight runs, no such measure was deemed
appropriate.

For plots and associated tables of the minimum and maximum of each force component pro-
vided by the code runners, the reader is referred to Appendices K—-R. The figures and tables in each
appendix can be compared with time-history plots and tables of data in a corresponding appendix
among Appendices A—H as given in Table 1. All data plotted are obtained from smoothed time
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histories. For each variablgéin task 1, the quantity

f={h in the case of forced heave motion
2,)T

/ _¢<f> in the case of forced roll motion

f=) _0 ) in the case of forced pitch motion

is plotted. The quantityf) is the mean value of the variabfe which may be obtained from a
Fourier fit. The quantitieéz, /T, ¢,, andd, are plotted along the horizontal axis and are taken as
the measure of nonlinearity in the problem. For task 1, each plot depicts data for all codes at one
frequency and one speed. For each varighdé task 2, the quantity

f=A(f
H/A

is plotted; each plot depicts data from all codes at one heading and one speed.

Linear variation with respect to the measure of nonlinearity appears as a horizontal line whereas
guadratic variation appears as a straight line with nonzero slope. Quadratic variation of some
variables is seen even in linear codes. An example of such variation is found in the results for
the ship-fixed vertical force in the case of prescribed sinusoidal roll motion. The data depicted in
the plot were obtained from the maximum and the minimum of the filtered time history data. An
examination of the amplitude, of the second harmonic for this force component found in tables
in this report shows that, /¢, is indeed approximately linear ip,.

For each variable, tables containing the mean value and the minimum and maximum of the
unfiltered and filtered variable follow the plot of the minimum and maximum. Missing data are
indicated by dashes.

OBSERVATIONS

Nonlinearity

For forced heave motion the greatest evidence of nonlinearity is at the highest frequency and
highest amplitudes. Figure 13 provides a comparison of the computed vertical component of the
total, hydrostatic, and radiation force obtained from the codes when they simulate prescribed heave
motion of frequency 1.1 rad/sec and amplitude 80 percent of the draft for Models 5613 and 5514
advancing at constant mean forward speed into otherwise undisturbed water. Since SAIC provided
only the total force fromNFA the hydrostatic and radiation components of the force fifA
are missing from the plots. The spike between 2.6 and 2.8 sec occurs in the cycle near the time
that the center of gravity is forced down through the mean free-surface level. The spike is due to a
spike in the vertical radiation force. Here is a case where nonlinearity makes a difference and that
nonlinearity lies in both the computed radiation force and the computed hydrostatic force. Figure
14 shows the corresponding pitch moment. There is a spike in the computed radiation moment in
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Fig. 13 Vertical component of the total (left), hydrostatic (center), and radiation

(right) force experienced by Models 5613 (top) and 5514 (bottom) at for-
ward speedX;,, = 0.3) in prescribed heave motion of frequency 1.1 rad/sec

and amplitude 80% of the draft.
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Fig. 14. Total (left), hydrostatic (center), and radiation (right) pitch moment experi-
enced by Models 5613 (top) and 5514 (bottom) as they advance at forward
speed {;,, = 0.3) in prescribed heave motion of frequency 1.1 rad/sec and
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the middle of the cycle from the two nonlinear codes for which the radiation moment was separated
out. The spike is evident in the plots of the total pitth moment computed by the three nonlinear
coded AMP-4, NFA andNSHIPMGQexcept that the spike is absent from the total vertical force and
pitch moment computed bFAfor Model 5415 (or only faintly visible). Figure 15 shows how

the minimum and maximum of the vertical force and pitch moment depend on the amplitude of
the heave motion. Flat horizontal lines would indicate complete linearity. As the amplitude of the
heave motion approaches zero, the curves ought to have zero slope if linear theory has increasing
validity with decreasing amplitude. The amplitude of the motion might never be small enough to
see zero slope. The curves loAMP-4 do not behave in the expected manner due to relatively
large noise in the computed results for small amplitudes of motion. The extema of the moment
are less linear, but the nonlinearity appears erratic and may be contaminated by “noise” at the low
amplitudes. This is consistent with Figs. 13 and 14, which show more noise in the pitch moment
than in the vertical force.

Generally, the codes fall into two classes according to how they compute the hydrostatic force
and moment. One class contains those codes that compute hydrostatics from waterplane quantities
and the other class contains those codes that compute hydrostatics from pressure integrals. Results
from the two classes are visible in the plots of Figs. 13 and 14. The components of the hydrostatic
force and moment that have been plotted depict the effect of geometric nonlinearity on hydrostatics.

Figure 16 contains plots of the computed total, hydrostatic, and radiation pitch moment ex-
perienced by Models 5613 and 5514 undergoing prescribed sinusoidal pitch motion of frequency
1.1 rad/sec and amplitudé at forward speed. Comments analogous to the observations made for
the results from prescribed heave motion depicted in Figs. 13 and 14 apply here. Spikes are present
in the total pitch moment computed IWAMP-4 andNSHIPMO However, they are absent from
the moment computed YFAfor both hulls in these simulations. The minimum and maximum
of the total pitch moment as functions of the amplitude of the pitch motion at this frequency for
Models 5613 and 5514 are plotted in Fig. 17. The variation with respect to the amplitude of the
motion is fairly smooth.

Figure 18 contains plots of the ship-fixed vertical component of the total, hydrostatic, and
radiation force computed by various codes for Models 5613 and 5514 at zero mean forward speed
in prescribed roll motion of frequency 0.3831 rad/sec and amplitae While the earth-fixed
vertical component of the radiation force vanishes for truly linear codes, the ship-fixed vertical
component plotted here does not vanish even for those codes due to the transformation of the
components of the force vector. Nonlinearity appears to make a big difference in the radiation
force, but it does not affect the total force significantly. Noise is clearly visible in the total force
computed byNSHIPMQand is much greater for Model 5613 than it is for Model 5514. A plausible
explanation is that the tumblehome geometry of Model 5613 presents more of a computational
challenge foNSHIPMCthan does the flared geometry of Model 5514. The computed hydrostatic
force falls into one group if it is computed from waterplane quantities or a second group if it is
computed from pressure integrals. The spikes in the hydrostatic and total force from Model 5514
are in the results cAEGIR-2 . Figure 19 contains plots of the computed roll moment due to the
same prescribed roll motion of Models 5613 and 5514 at zero forward speed. Again, there are
nonlinear effects in the radiation roll moment, but they are very small compared to the total roll
moment.
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enced by Models 5613 (top) and 5514 (bottom) at forward sp&gé-(0.3)
in prescribed pitch motion of frequency 1.1 rad/sec and amplittde

a7

Task 1/Forced Pitch Motion/Model 5613
Amplitude = 5.00 deg.; Omega = 1.1000 rad/sec; Fn=0.3

frad_my (kN-m) — .
4E+06 TR
—p===- FD
—— e L1
—_— L3
3E+06 ———u
—— N$§
2E+06
1E+06
0
-1E+06 §
-2E+06
_ \\\\I\\\\I\\\\I\\\\I\\\\I\\\\I\\\\I
3E+06, 1 2 3 4 5 6 7
Time (sec)
Task 1/Forced Pitch Motion/Model 6514
Amplitude = 5.00 deg.; Omega = 1.1000 rad/sec; Fn=0.3
frad_my (kN-m) —= Al
3E+06 —he - A2
—p===- FD
—_—— e L1
—_— L3
—_— L4
2E+06 —— NS

1E+06

1E+06 F

-2E+06

-3E+06

L AN

L L L L I L L L L I L L L L I L L L L I L L L L I L L L L I L L L L I
1 2 3 4 5 6 7
Time (sec)

o



NSWCCD-50-TR-2008/040

THIS PAGE INTENTIONALLY LEFT BLANK.

48



NSWCCD-50-TR-2008/040

Task 1/5%232 Zit;:!;l\)ll&ti;):éM&%el 5613 G
(fptot_my}" (ikN-m) -
800000 - G
- - @& -u
i — @ -- NF
600000 |- —H s
400000 -
200000 |
ot
200000 |
-400000 [~
-600000 [~
- i L L I L L L L I L L I L L I L L I L L L L I
8000005 1 2 3 4 5 6
Pitch Amplitude (deg)
Task 1/Forced Pitch Motion/Model 5514 — & - A
e Omega - 1.100;Fn=03 —A - R
(fptot_my)" (kN-m) -
600000 - G
- . ‘ _ LA
- — 4@ -- NF
| —FH— NS
400000 |-
200000 |
0 -
-200000 |
-400000 |
- i L L I L L L L I L L I L L I L L I L L L L I
6000005 1 3 4 5 6

2
Pitch Amplitude (deg)

Fig. 17. Minimum and maximum of total pitch moment experienced by Models 5613
(top) and 5514 (bottom) as they advance at constant mean forward speed
(F,, = 0.3) while undergoing prescribed sinusoidal pitch motion of frequency
1.1 rad/sec.

49



NSWCCD-50-TR-2008/040

Figure 20 contains plots of the vertical component of the computed total, hydrostatic, Froude-
Krylov, and diffraction forces experienced by Models 5613 and 5514 for 0-DOF motion at zero
forward speed in waves of steepnéss\ = 1/15, wavelength\ = L, and heading = 45°. Since
no transformation from earth-fixed to ship-fixed components was necessary for any of the results
depicted in the figure, departure from linearity is indicated by departure from simple trigonometric
form. Thus every plot in the figure shows evidence of nonlinearity. The spike in the diffraction
force component computed INNSHIPMOfor Model 5613 occurs in the cycle near the minimum
in the wave height at the center of gravity. The spike is visible in the plot of the total vertical force
component. Since it is not present in the results ftakiViP-4, the spike may be due to difficulties
in handling the geometry. For Model 55I4SHIPMChas missed the peak in the hydrostatic force
computed byAEGIR-2 , FREDYNLAMP-3, andLAMP-4. Since the time has been shifted so
that the free-surface wave height at the center of gravity is of the forimwt for somea and
somew, the peak occurs when the water level rises from the mean free-surface level. Perhaps the
difference is due to how the geometry of Model 5514 above the waterline is handled. The effect is
visible in the total computed vertical force for Model 5514.

Results from task 2 are available frodFA only for mean forward speed in head seas. In
addition, only the total forces and moments were provided. The plots in Fig. 21 compare the
vertical component of the total, hydrostatic, Froude-Krylov, and diffraction forces computed by
NFAwith that computed by other codes for Models 5514 and 5613 at forward speed in head waves
of steepnesd$//\ = 1/15 and wavelength\ = L. The peak in the hydrostatic force is missed
by NSHIPMCQalso in this simulation for Model 5514, but in a part of the cycle different from the
corresponding discrepancy noted in Fig. 20. Here it occurs when the wave height at the center of
gravity is dropping below the mean free-surface level. The speeds and headings for which data are
plotted in the two figures are different, however. The vertical diffraction force computed by the
codes is plotted to the right in Fig. 21. Except that the results fiéiAare zero because they were
not provided, the results from the nonlinear codes are indeed nonlinear but the differences among
them do not appear to be easy to interpret. The difference betw&diP-1 andLAMP-3 on the
one hand andEGIR-1 andAEGIR-2 on the other hand is partly due to the steady sinkage force,
the Kelvin force, that is included with the hydrodynamic force byltAdPcodes. The difference
is not present in the plots of Fig. 20 for the case of zero forward speed. How the vertical force
behaves as a function of the wave steepness can be seen in Fig. 22 which contains plots of the total
vertical force for both ships.

Figure 23 contains plots of the computed yaw moment for the same simulations as those for
which data are plotted in Fig. 20. If the codes have computed the diffraction moment accurately,
then there is obvious nonlinearity in the computed diffraction moment which can be detected in
the total yaw moment.

Figures 24—-26 contain plots of forces and moments experienced by Models 5613 and 5514
while contouring waves in beam seas at zero forward speed. The plots correspond to simulations
in condition 2 of task 3 for which a description of the waves is given in Table 11. The wavelength
is the length of the hullX = L) and the wave steepneé&/ ) is 1/10. The results depicted in
these figures are for simple harmonic wavé#-Acan compute forces and moments for nonlinear
waves, but there are no results fravfrAfor task 3.) As was shown earlier in the report, the
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Fig. 18 Ship-fixed vertical component of the total (left), hydrostatic (center), and

radiation (right) force experienced by Models 5613 (top) and 5514 (bottom)
at zero forward speed in prescribed roll motion of frequency 0.3831 rad/sec

and amplitudet5°.
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Fig. 19. Total (left), hydrostatic (center), and radiation (right) roll moment experi-
enced by Models 5613 (top) and 5514 (bottom) at zero forward speed in
prescribed roll motion of frequency 0.3831 rad/sec and amplitiéle
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motion resulting from the wave contouring is nearly sinusoidal. For either ship, the amplitude
of the roll motion is approximately7°. The amplitude of the heave motion is about 7.7 m for
Model 5613 and 7.2 m for Model 5514. The time on the horizontal axis has been shifted so
that the earth-fixed vertical position of the hull obeys an equation of the déetim(wt) for some
amplitudea and some frequenay; i.e. at theshiftedtime ¢t = 0, the center of gravity is rising
through the mean free-surface level. The ship-fixed lateral forces are small compared to the ship-
fixed vertical forces. The differences are partly due to transformation of vector components from
an earth-fixed to a ship-fixed coordinate system. The differences in the plots of the components
of total computed ship-fixed vertical force and roll moment are mostly due to differences in the
computed hydrodynamic force and moment. The codes may have used “pressure stretching” in an
inconsistent manner. In addition, the contribution frowidr|? /2 appears to be very large in task

3 and may overwhelm the computed force and moment. In any case, the plots at the right in Fig. 25
show that the threeAMPcodes compute ship-fixed vertical components of the hydrodynamic force
that are close to one another but different from that computed by the lineaAéE@HR-1 . One
difference betwee®EGIR-1 and LAMP-1 is thatLAMP-1 includes the V®+|? term whereas
AEGIR-1 does not. In the plots of Fig. 24—26 cancellation among the components of the force
and moment has contributed to the oscillation in the total force and moment. If the components
are computed separately, this implies that each component must be computed more accurately to
minimize the loss of significance in the total force or moment.

Lack of Agreement Among the Codes

In general, the extent of the divergence of the results from the various codes from one another
is unexpected. Some of the discrepancies arise because codes compute quantities of the same
name that have different definitions. Some code runners could not compute forces and moments
requested of them or could not separate some forces and moments from the total force and moment.
Even when the results for which such issues make a difference are discounted, an unexpected
disagreement is still present.

Hydrostatic Force and Moment

In this report, the hydrostatic force is defined as the integral of the hydrostatic pressure over
a surface and therefore excludes any contribution from the weight vector. Some components of
the hydrostatic force and moment vectors are orders of magnitude larger than the corresponding
components of other forces and moments such as those arising from wave radiation. Consequently,
inaccuracies in computing components of a force like the radiation force may seem unimportant
for the total picture. However, a small force or moment can make the difference in whether a
ship capsizes especially if there is cancellation among the components as appears to be the case in
task 3.

If a code computes the hydrostatic force and moment from hull integrals, it should be able to
calculate them without any difficulty no matter whether the integral of the hydrostatic pressure
is overSy or Sg. Nevertheless, the computed hydrostatic force varies substantially among the
codes as can be seen in the plots of Fig. 27 which depicts computed results for simulations of
task 2 (0-DOF diffraction) with wave steeepnéd$g) = 1/15 and headingg = 135°. For Model
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Fig. 23 Total (left), Froude-Krylov (center), and diffraction (right) yaw moment ex-
perienced by Models 5613 (top) and 5514 (bottom) in 0-DOF motion at zero
mean forward speed in stern quarteripg= 45°) waves withH /A = 1/15

and)\ = L.
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Fig. 24. Ship-fixed lateral component of the total (left), hydrostatic (center left),
Froude-Krylov (center right), and hydrodynamic (right) force experienced
by Models 5613 (top) and 5514 (bottom) while contouring waves in beam

seas at zero forward speed.
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Fig. 25. Ship-fixed vertical component of the total (left), hydrostatic (center left),

Froude-Krylov (center right), and hydrodynamic (right) force experienced
by Models 5613 (top) and 5514 (bottom) while contouring waves in beam
seas at zero forward speed.
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Fig. 26. Total (left), hydrostatic (center left), Froude-Krylov (center right), and hy-
drodynamic (right) roll moment experienced by Models 5613 (top) and 5514
(bottom) while contouring waves in beam seas at zero forward speed.
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5514,NSHIPMOlacks the peak present in the results from other codes in that part of the cycle
where the wave height at the center of gravity decreases from its maximum to its minimum. The
peak is present in the results fros6HIPMOfor Model 5613. A similar discrepancy between
NSHIPMOand the other codes is seen in the hydrostatic pitch moment for the same simulation.
Most likely these discrepancies are related to how hull sections are repaneled each time step. In
some cases the hydrostatic forces and moments AB@IR-1 are orders of magnitude different

from those computed by other codes. (See Fig. 28 for an example.) Since the hydrostatic force
and moment frorAEGIR-1 were obtained from waterplane quantities as part of postprocessing
and the hydrostatic force and moment frgx&GIR-2 agree with those from other codes, the
discrepancy is probably due to an error in postprocessing.

Hydrostatic forces and moments from linear theory will be inaccurate for large amplitude
motions, but not to the degree shown in the Fig. 28 where the ship-fixed vertical hydrostatic
force is plotted for prescribed pitch motion of Model 5514 of amplitud&° at the frequency
0.2079 rad/sec. The hydrostatic force is

8_V
0z

—

Zk+'

z=0

Fhst— _ //S pgziidS = pgV (z) k= PQV@)E"’ Py
B

Thow
~ pgV (0)k + pgz {/ B(x)x dx} k= pgV(0)k — Cyszk
whereV (z) is the volume of the hull beneath the waterline @ndz = 0 is at the calm waterline,

B(z) is the beam at the longitudinal positierandCs; is the usual hydrostatic restoring coefficient

in the vertical direction due to vertical motion. In the time history plots'8¥, the hydrostatic

force from the linear codeSEGIR-1 andLAMP-1 was obtained from waterplane quantities such

as is given after the last equals sign of the equation. Wheapproaches the draft of the ship,

the displacement volumE|(z) is not approximated well by the Taylor seriesztruncated after

the linear term. It is physically impossible to obtain the negative valueg#&rshown in plots

such as that of Fig. 29 where the vertical hydrostatic force experienced by Model 5613 (scaled to
L = 154 m) heaving at 0.2079 rad/sec with an amplitude 80% of the mean draft at zero forward
speed is plotted. This figure also shows that the hydrostatic force AB@IR-1 is orders of
magnitude off only for some cases, but not the case plotted in Fig. 29.

Submerged Deck

For the prescribed pitch and roll motions at the highest amplitudes in task 1, parts of the deck
submerge below the calm water level periodically. For the pitch motion at the highest amplitude,
the amplitude of the vertical motion at the bow and stern exceeds the draft of the ship. The nonlin-
ear codes try to resolve the geometric nonlinearities and the computed forces and moments show
oscillations which are very likely not physical. (See Fig. 30 where the vertical force experienced by
Model 5613 at zero forward speed in pitch motion of frequencies 0.2079 rad/sec, 0.3831 rad/sec,
and 1.1 rad/sec is plotted. Also see the sequence of plots in Fig. 31 where the vertical force
is plotted for Model 5514 at zero forward speed in pitch motion of frequency 0.2079 rad/sec with
amplitudes!.00°, 1.75°, 2.50°, 3.75°, and5.00°.). The top plot in Fig. 32 depicts the ship-fixed ver-
tical force on Model 5613 for forced sinusoidal roll of amplitudé and frequency 0.2079 rad/sec
at zero forward speed. The results frod6HIPMCandLAMP-4 would be more or less near one

61



NSWCCD-50-TR-2008/040

another if the result frofNSHIPMOhad been smoothed. (The figure also shows what may be
unresolved issues with respect to the definition of the roll angle since some results are out of phase
from others.) The next higher amplitude is in the bottom plot of Fig. 32.

Steep Large Amplitude Waves

At higher wave steepness, some of the codes had difficulty. For either ship, the amplitude of
the waves exceeds the draft of the ship at the highest wave steeepness. ResukE@&ihn2
were provided for only short periods of time in a few of these cases. Resultd #dtir-4 and
NSHIPMOare sometimes noisy as can be seen in the plots of Fig. 33 which depict the vertical
component of the diffraction force in head seas of wave steegriéssand1/10 for Model 5613
at Froude number 0.0. The plots in Fig. 34 are also of interest. They show the vertical force in
following seas for Model 5613 at Froude number 0.3 for wave steepnesses varying from 1/60 to
1/10. Unfortunately at the time of writing, there was no result fld8HIPMQat the highest wave
steepness, but the results fraw$HIPMOare at variance from the results from all other codes at
the three lower wave steepnesses.

Nonlinear Strip Theory and 3D Nonlinear Theory

For low frequencies, one might conclude from a few of the figures that codes based on strip the-
ory and 3D nonlinear theory are close to one another but are out of phase from the results of other
codes. One might expect that nonlinear theory is required more for the large amplitude motions
at high frequencies. Some of the plots corroborate that notion. The result$\festiPMOand
LAMP-4 frequently show common features in the time history plots for large amplitude motions.

Nonlinear Versus Linear Strip Theory

At Froude number 0.3, nonlinearity in strip theory makes little difference for the computed
vertical radiation force in prescribed pitch motion at the lowest frequency 0.2079 rad/sec in Figs. 35
and 36. To see this, one should compare the results FRBEDYNand NSHIPMO On the other
hand, at zero forward speed, nonlinearity makes a difference as can be seen in Figs. 37 and 38.
Before inferring too much from the figures, it should be noted that the magnitude of the force at
forward speed is an order of magnitude larger than at zero forward speed.

For the highest pitch amplitude of Model 5613 at zero forward speed, nonlinear and linear
strip theory seem to give results that are close when the stern is submerged below its equilibrium
position in (the right half of) the bottom right plot in Fig. 37. At the same time results from all
three versions ot AMPare fairly close to one another but are not close to the results from the strip
theory codes. On the other hand, when the bow is submerged (in the left half of the plot), the
result from nonlinear strip theory given lNSHIPMOagrees with the result fromAMP-4, but
disagrees with the result froREDYNwvhich is based on linear strip theory. The corresponding
results for Model 5514 are depicted in the bottom right plot in Fig. 38. They are very different.
Perhaps the difference is due to the difference in the geometry between a tumblehome and a flared
hull. Perhaps cases such as this ought to be rerun to determine the source of the difference. The
discrepancies may be due to limited capabilities in handling geometry.
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Fig. 27. Vertical hydrostatic force (top) and hydrostatic pitch moment (bottom) acting
on Models 5613 (left) and 5514 (right) advancing at forward spgégd 0.3
in waves of steepned$/\ = 1/15 at the heading = 135°.
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Fig. 28 Ship-fixed vertical hydrostatic force acting on Model 5514 pitching at fre-
qguency 0.2079 rad/sec and amplitude5° at zero forward speed.
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guency 0.2079 rad/sec and amplitude 80% of draft at zero forward speed.
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Effect of Grid Velocity Term

Figures 35-38 show that the radiation force computed AlIP-1 and LAMP-3 agree but
differ from the radiation force computed BYeGIR-1 andAEGIR-2 . The results frolAEGIR-1
andAEGIR-2 are from pure linear theory; the results fraAMP-1 andLAMP-3 include the grid
velocity term discussed earlier in the report. UnfortunateyP-1 includes a Kelvin component
in the hydrodynamic force, which includes both the radiation and diffraction components of the
force. Consequently, the difference in computed force dud/tr|*/2 is not clear at forward
speed. Plots of results for task 2 and task 3 at zero forward speed show that there can be a significant
difference due to the quadratic term in the pressure.

Wave Contouring

The result fromFREDY Nor the vertical hydrodynamic force acting on Model 5613 as it con-
tours a following wave is out of phase with the results from other codes at Froude number 0.3.
This is not the case for Model 5514 (Fig. 39). Perhaps there is an error in processing although the
result fromNSHIPMGs also quite different from the linear results at forward speed. The results
from the linear codeAEGIR-1 andAEGIR-2 are grouped together as are the results from the
threeLAMPcodes. The result frofAREDYNnight be in line with the results from the linear codes
if the phase discrepancy at Froude number 0.3 can be cleared up for Model 5613.

Minimum and Maximum in Forced Pitch Motion

20. The nonlinear behavior of the maximum of the ship-fixed vertical radiation force experi-
enced by Model 5613 as it undergoes prescribed sinusoidal pitch motion of frequency 1.1 rad/sec
at zero forward speed is clear in the plot of the results ftg\iviP-4 andNSHIPMQin Fig. 40.

This plot corresponds to the time-history plots in Fig. 41 where time histories for the amplitudes
1°,1.75°, 2.5°, 3.75°, and5° are depicted. A noisy spike occurs in the time history plots when the
ship returns to the equilibrium position after the bow has been down.

FREDYN

Considering the crude approximations it useREDYNdoes fairly well. Questions about the
phase sometimes arise when the time-history plots are examined. This is particularly the case for
the radiation force and moment for pitch and heave motions. Most of the total potential force
and moment acting on a ship arises from the hydrostatic and Froude-Krylov components. These
components are handled well BIREDYN

CONCLUSION

Thousands of comparative plots of the time histories of many variables for the last full period
of motion have been provided for the simulations in the potential flow force study. The figures con-
taining the plots and associated tables of information have been placed in Appendices A-J. These
appendices are in the form of bookmarked PDF files to ease navigation through them. Comparative
plots of many variables as a function of the nonlinearity of the problem have been provided for the
radiation problems in task 1 and the diffraction problems in task 2. The figures and associated
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Fig. 31 Ship-fixed vertical component of the radiation force experienced by Model
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Fig. 32 Ship-fixed vertical component of the radiation force experienced by Model
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forward speed.
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Fig. 33. Vertical diffraction force experienced by Model 5613 advancing in 0-DOF
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Fig. 35. Ship-fixed vertical component of radiation force experienced by Model 5613
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0.2079 rad/sec and amplitudes0°, 1.75°, 2.50°, 3.75°, and5.00°.
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Fig. 36. Ship-fixed vertical component of radiation force experienced by Model 5514
advancing in calm waterf{, = 0.3) with 1-DOF pitch motion of frequency
0.2079 rad/sec and amplitudes0°, 1.75° 2.50°, 3.75°, and5.00°.

73

15000

10000

5000

-5000

Task 1/Forced Pitch Motion/Model 5514
Amplitude = 2.50 deg.; Omega = 0.2079 rad/sec; Fn=0.3

frad_z (kN) —_l Al

— e A2

—p===- FD

—— e L1

—_— L3

—_—

NN —— NS

7 .

- u

5 10 15 20 25 30 35
Time (sec)




NSWCCD-50-TR-2008/040

Task 1/Forced Pitch Motion/Model §613
Amplitude = 1.00 deg.; Omega = 0.2079 rad/sec; Fn=0.0

frad_z (kN) — - Al

600

400

200

-200 =

-400

_ I I I I I I I I I I I I I I I
6000 5 10 15 20 25 30 35
Time (sec)
Task 1/Forced Pitch Motion/Model §613
Amplitude = 3.75 deg.; Omega = 0.2079 rad/sec; Fn=0.0
frad_z (kN) —=e Al
2000 —he e A2
B —p=-- FD
| —_——y=-- L1
- N A
1500 |- ¥4 — L4
B ., \
i 1'% “m . —— NS
1000 |
500
0F
-500
-1000 ¥
T
-1500 |-
i Napl
_ B L L L L I L L L L I L L L L I L L L L I L L L L I L L L L I L L L L I
20000 5 10 15 20 25 30 35

Time (sec)

Task 1/Forced Pitch Motion/Model 5613
Amplitude = 1.75 deg.; Omega = 0.2079 rad/sec; Fn=0.0

frad_z (kN) —_—--

1500 - I

B —p=== FD

- —— L1

| —e L3

| —t L4

1000 |- —— NS
500 |-
o¥
500
-1000 |-

= 7\\\\I\\\\I\\\\I\\\\I\\\\I\\\\I\\\\I
1500 0 5 10 15 20 25 30 35
Time (sec)
Task 1/Forced Pitch Motion/Model 5613
Amplitude = 5.00 deg.; Omega = 0.2079 rad/sec; Fn=0.0

frad_z (kN) —= e Al

3000 A A2

—p=== FD

——=a L1

—_— L3

- —_—

2000 —<— Ns

1000

-1000

-2000

LA B I B

L L L L I L L L L I L L L L I L L L L I L L L L I L L L L I L L L L I
5 10 15 20 25 30 35
Time (sec)

-3000

o

Fig. 37. Ship-fixed vertical component of radiation force experienced by Model 5613
at zero forward speed in calm water with 1-DOF pitch motion of frequency
0.2079 rad/sec and amplitudes0°, 1.75° 2.50°, 3.75°, and5.00°.
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Fig. 38 Ship-fixed vertical component of radiation force experienced by Model 5514
at zero forward speed in calm water with 1-DOF pitch motion of frequency
0.2079 rad/sec and amplitudes0°, 1.75° 2.50°, 3.75°, and5.00°.
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Fig. 39. Ship-fixed vertical component of hydrodynamic force experienced by Mod-
els 5613 (top) and 5514 (bottom) as they contour a wave at forward speed
(F,, = 0.3) in following seas (task 3, condition 1).
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Fig. 40. Minimum and maximum of the ship-fixed vertical component of the radiation
force experienced by Model 5613 in pitch motion at zero forward speed in
otherwise undisturbed water at the frequency 1.1 rad/sec.
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tables of data are in Appendices K—-R, which also take the form of bookmarked PDF files. The
time-history plots should be compared with one another. The plots of the minimum and maximum
found in Appendices K—-R should be compared with the time-history plots in Appendices A-H.
Here Appendix A is associated with Appendix K, Appendix B with Appendix L, and so forth.
Given the amount of data in the appendices, time is required to digest the results to draw definitive
conclusions about robustness and accuracy of the codes, the importance of nonlinearities, and how
well various computer codes calculate nonlinearities.

Many of the results in this report reflect on the immaturity of the codes in handling geometry
and do not necessarily say anything about whether a code based on this or that theory would
suffice instead of one based on a fully nonlinear theory. In some cases, the code runners were
challenged to provide a suitable free-surface paneling for low frequency forced motion where two
length scales ought to be resolved — one of the order of the length of the ship and one of the order
of a wavelength which is more than ten times the length of the ship. In some of those cases one
cannot be sure if the fluctuations in the results are due to inadequate paneling or some other cause.
LAMP-1 ought to have been modified for all the runs so that the grid velocity term is identically
zero. Of course, the results will no longer be framMP-1, but part of the purpose of this study is
to determine the adequacy of various theories. Most codes require filtering to maintain numerical
stability, and the result of such filtering is obvious in some cases. Other causes of noise in the
results may be related to discontinuous jumps in geometry from time step to time step. A volume-
of-fluid code such aBlIFAmight be able to handle such changes more robustly, but not without an
extra computational burden. Results from it should be compared more closely with results from
other codes. Unfortunately, code withNFAwas developed to compute forces and moments as
the tasks of the potential flow force study were executed. Hence, resultdNiféthave not been
thoroughly validated. If the codes mature a bit more, it might be interesting to rerun selected cases
from this study.

Despite the unexpected disparity in the results due to code immaturity, differing definitions of
guantities, and so forth, one can say that the importance of nonlinearity is demonstrated in the
results that have been presented in plots. An obvious indicator of nonlinearity is the departure of
the components of force and moment from simple trigonometric form, an indicator seen in most of
the plots presented. Spikes present in some components may originate in geometric nonlinearities.
Accurately defining the incident wave’s kinematics and pressures near the free surface is critical
to determining the total fluid force. In large steep waves, using second order pressure results in
significant changes to the predictions (as, for example, can be seen in Fig. 42 where the results from
NSHIPMQand the foulLAMPcodes are compared with the results from the other codes). Higher
order nonlinear wave theory must be used in such cases. Cancellation of forces and moments
arising from the wave radiation and diffraction components, the Froude-Krylov component, and
hydrostatics component contributes to the importance of determining all components accurately
even when they are relatively small. For task 3, examples of such cancellation are seen in Figs. 24—
26 where it is seen that the hydrostatic and Froude-Krylov components of the force and moment
nearly cancel for a ship contouring waves in beam seas. The remaining hydrodynamic component
of the force and moment must be calculated accurately. If there is relative motion between the ship
and the water, a body-exact theory is required.

Unfortunately, codes based on body-exact three-dimensional theory are computationally inten-
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Fig. 41 Time-history plots of the ship-fixed vertical component of the radiation force
experienced by Model 5613 at zero forward speed in forced pitch motion of
amplitudesl.0°, 1.75°, 2.5°, 3.75°, and5° and frequency 1.1 rad/sec.
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Fig. 42 Time-history plot of the vertical component of the total force experienced by
Model 5613 in 0-DOF motion at zero forward speed in following seas with
wavelength\ /L = 1 and amplituded /X = 1/15.

sive. In the plots of results shown in Figs. 13, 14, 16, and 18, the nonlinear two-dimensional strip
theory of NSHIPMCQappears to capture details predicted by the nonlinear three-dimensional code
LAMP-4 that are not present in the results of the other codes. Further, Fig. 43 shows a comparison
of NSHIPMOwith LAMP-4 and NFAfor the total vertical force experienced by Model 5613 in
forced heave motion. In this figure, the curves depicting the results KSIHIPMQ LAMP-4,
andNFAshare features not present in the curves corresponding to the results from the other codes.
Figure 44 shows a comparison of the yaw component of the computed total moment for one case
of Model 5514 in forced roll motion. Peaks predicted WHIPMOQ LAMP-4, andNFA agree
although details between the peaks do not agree so well. The results in these figures suggest that
the use of fully nonlinear body-exact codes lIkkMP-4 andNFAcan be avoided. Using the type

of strip theory present iINSHIPMOwould provide a substantial speedup in the calculations while
maintaining increased accuracy.
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Fig. 43 Time-history plot of the vertical component of the total force experienced
by Model 5613 in forced heave motion at frequency 1.1 rad/sec and ampli-
tude 80 per cent of the draft for zero forward speed (top) and forward speed
corresponding to Froude number 0.3 (bottom).
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Fig. 44. Time-history plot of the yaw component of the computed total moment expe-
rienced by Model 5514 in forced roll motion at frequency 0.672 rad/sec and
amplitude65° at forward speed corresponding to Froude number 0.3.
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